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9-10-14

ORDINANCE NO. 2 94 3 7

An ordinance amending Chapter 16, “Dallas Fire Code,” of the Dallas City Code, as amended;

adopting with certain changes the 2012 Edition of the International Fire Code of the International

Code Council, Inc.; regulating and governing the safeguarding of life and property from fire and

explosion hazards arising from the storage, handling, and use of hazardous substances, materials,

and devices, and from conditions hazardous to life or property in the occupancy of buildings and

premises, and providing for the issuance of permits for hazardous uses or operations; providing a

penalty not to exceed $2,000; providing a saving clause; providing a severability clause; and

providing an effective date.

BE IT ORDAINED BY THE CITY COUNCIL OF THE CITY OF DALLAS:

SECTION 1. That Chapter 16, “Dallas Fire Code,” of the Dallas City Code, as amended,

is amended by adopting the 2012 Edition of the International Fire Code of the International Code

Council, Inc. (which is attached as Exhibit A and made a part of this ordinance), with the

following amendments:

1. Pages xxi-xxii, “Legislation,” are deleted.

2. Subsection 101.1, “Title,” of Section 101, “Scope and General Requirements,” of

Part 1, “General Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“101.1 Title. These regulations shall be known as the Dallas Fire Code [of [NAME OF
JURISDICTION]], hereinafter referred to as ‘this code.”

Chapter 16 Amendment Page 1 of 226



29437 141457

3. Section 101, “Scope and General Requirements,” of Part 1, “General Provisions,

of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is amended by

adding a new Subsection 101.6, “Exceptions,” to read as follows:

“101.6 Exceptions. For purposes of this code, the term ‘exception,’ shall be defined and used for
criminal prosecution and enforcement as a defense to prosecution.”

4. Subsection 102.1, “Construction and Design Provision,” of Section 102,

“Applicability,” of Part 1, “General Provisions,” of Chapter 1, “Scope and Administration,” of

the 2012 International Fire Code is amended to read as follows:

“102.1 Construction and design provisions. The construction and design provisions of this code
shall apply to:

1. Structures, facilities and conditions arising after the adoption of this code.

2. Existing structures, facilities and conditions not legally in existence at the time of
adoption of this code.

3. Existing structures, facilities and conditions when required in Chapter 11 or in specific
sections of this code.

4. Existing structures, facilities and conditions which, in the opinion of thefire code official,
constitute a distinct hazard to life or property.”

5. Subsection 102.4, “Application of Building Code,” of Section 102,

“Applicability,” of Part 1, “General Provisions,” Chapter 1, “Scope and Administration,” of the

2012 International Fire Code is retitled as Subsection 102.4, “Application of Other Codes,” and

amended to read as follows:

“102.4 Application of other [building] codes. The design and construction of new structures
shall comply with this code and other codes as applicable [the International Building Code], and
any alterations, additions, changes in use or changes in structures required by this code, which
are within the scope of the Dallas [International] Building Code, shall be made in accordance
therewith.”
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6. Subsection 102.7, of Section 102, “Applicability,” of Part 1, General Provisions,”

of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is amended to

read as follows:

“102.7 Referenced codes and standards. The codes and standards referenced in this code shall
be those that are listed in Chapter 80, and such codes and standards when specifically adopted,
shall be considered part of the requirements of this code to the prescribed extent of each such
reference and as further regulated in Sections 102.7.1 and 102.7.2. Whenever amendments have
been adopted to the referenced codes and standards, each reference to the codes and standards
shall be considered to reference the amendments as well. Any reference to NFPA 70 or to the
ICC Electrical Code means the Dallas Electrical Code as adopted. References made to the
International Mechanical Code, the International Building Code, the International Plumbing
Code, the International Energy Conservation Code, the International Fuel Gas Code, the
International Existing Building Code, and the International Residential Code, respectively mean
the Dallas Mechanical Code, the Dallas Building Code, the Dallas Plumbing Code, the Dallas
Energy Conservation Code, the Dallas Fuel Gas Code, the Dallas Existing Building Code, and
the Dallas One- and Two-Family Residential Code, as amended.”

7. Paragraph 102.7.2, “Provisions in Referenced Codes and Standards,” of

Subsection 102.7, “Referenced Codes and Standards,” of Section 102, “Applicability,” of Part 1,

“General Provisions,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire

Code is amended to read as follows:

“102.7.2 Provisions in referenced codes and standards. Where the extent of the reference
to a referenced code or standard includes subject matter that is within the scope of this code
and any adopted amendments, the provisions of this code and any adopted amendments, as
applicable, shall take precedence over the provisions in the referenced code or standard.”

8. Section 103, “Department of Fire Prevention,” of Part 2, “Administrative

Provisions,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

retitled as Section 103, “Division of Fire Prevention.”

9. Subsection 103.1, “General,” of Section 103, “Division of Fire Prevention,” of

Part 2, “Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:
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“103.1 General. The division [department] of fire prevention is established within the
jurisdiction under the direction of the fire gjjgf [code official]. The function of the division
[department] shall be the implementation, administration and enforcement of the provisions of
this code.”

10. Subsection 103.2, “Appointment,” of Section 103, “Division of Fire Prevention,”

of Part 3, “Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“103.2 Appointment of fire marshal. The fire c]JgJ [code official] is authorized to designate a
member of the fire department to exercise the powers and perform the duties of fire marshal
(fire code offIcial) as set forth in this code. [shall be appointed by the chief appointing authority
of the jurisdiction; and t] The fire marshal [codc official] shall not be removed from office
except for cause and after full opportunity to be heard on specific and relevant charges by and
before the appointing authority.”

11. Section 103, “Division of Fire Prevention,” of Part 2, “Administrative

Provisions,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

amended by adding a new Subsection 103.5, “Fire Prevention Division Personnel and Police,” to

read as follows:

“103.5 Fire prevention division personnel and police. The fIre chief and members of the fire
prevention division have the powers of a police officer in performing their duties under this code.
When requested to do so by the fIre chief the chief of police is authorized to assign available
police officers as necessary to assist the fire department in enforcing the provisions of this code.”

12. Subsection 104.1, “General,” of Section 104, “General Authority and

Responsibilities,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope and

Administration,” of the 2012 International Fire Code is amended to read as follows:

“104.1 General. The fire chief [code official] is hereby authorized to enforce the provisions of
this code and shall have the authority to render interpretations of this code, and to adopt policies,
procedures, rules and regulations in order to clarify the application of its provisions. Such
interpretations, policies, procedures, rules and regulations shall be in compliance with the intent
and purpose of this code and shall not have the effect of waiving requirements specifically
provided for in this code. Under the fire chief’s direction, the fire department is authorized to
enforce all state laws, city ordinances, and executive orders of the jurisdiction.
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104.1.1 Stopping uses, evacuation. The fire chief is authorized to order an operation or use
stopped or the evacuation of any premises, building or portion thereof which does not have a
valid certificate of occupancy in accordance with Subsection 102.3 and Section 114.”

13. Subsection 104.2, “Applications and Permits,” of Section 104, “General Authority

and Responsibilities,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope and

Administration,” of the 2012 International Fire Code is amended to read as follows:

“104.2 Applications and permits. The fire chief [codc official] is authorized to receive
applications, review construction documents [and issue permits for construction regulated by this
eode], issue permits for operations regulated by this code, inspect the premises for which such
permits have been issued and enforce compliance with the provisions of this code.”

14. Paragraph 104.6.1, “Approvals,” of Subsection 104.6, “Official Records,” of

Section 104, “General Authority and Responsibilities,” of Part 2, “Administrative Provisions,” of

Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is amended to read

as follows:

“104.6.1 Approvals. A record of approvals and equivalent or alternative methods granted
shall be maintained by the fire Chief [codc official] and shall be available for public
inspection during business hours in accordance with applicable laws.”

15. Subsection 104.10, “Fire Investigations,” of Section 104, “General Authority and

Responsibilities,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code

is amended to read as follows:

“104.10 Fire investigations. The fire [code official, the fire] department is authorized [or other
responsible authority shall have the authority] to promptly investigate the cause, origin and
circumstances of each and every [any] fire occurring in the jurisdiction involving loss of life,
injury to a person, or destruction or damage to property[,explosion or other hazardous condition].
Information that could be related to trade secrets or processes shall not be made part of the public
record except as directed by a court of law.”

16. Subsection 104.11, “Authority at Fires and Other Emergencies,” of Section 104,

“General Authority and Responsibilities,” of Part 2, “Administrative Provisions,” of Chapter 1,

“Scope and Administration,” of the 2012 International Fire Code is amended to read as follows:
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“104.11 Authority at fires and other emergencies. The fire chief or officer of the fire
department in charge at the scene of a fire or other emergency involving the protection of life or
property or any part thereof, shall have the authority to direct such operation as necessary to
extinguish or control any fire, perform any rescue operation, investigate the existence of
suspected or reported fires, gas leaks or other hazardous conditions or situations, or take any
other action necessary in the reasonable performance of duty. The fire chief is authorized to
investigate the cause, origin, and circumstances of unauthorized releases of hazardous materials.
In the exercise of such power, the fire chief is authorized to prohibit any person, vehicle, vessel
or thing from approaching the scene and is authorized to remove, or cause to be removed or kept
away from the scene, any vehicle, vessel or thing which could impede or interfere with the
operations of the fire department and, in the judgment of the fire chief, any person not actually
and usefully employed in the extinguishing of such fire or in the preservation of property in the
vicinity thereof.”

17. Section 104, “General Authority and Responsibilities,” of Part 2, “Administrative

Provisions,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

amended by adding a new Subsection 104.12, “Procedure,” to read as follows:

“104.12 Procedure. The following procedures apply to fire investigations:

104.12.1 Written report. The fire chief shall make a written report of the facts developed by
the investigation, including the cause, origin and circumstances of the fire; the extent of
property damage or personal injury; the amount of fire insurance carried on the property; the
name and address of the carrier; and any other information relevant to the fire.

104.12.2 Insurance information. At the request of the fire chief, the carrier or its agent shall
immediately furnish information regarding the amount of fire insurance carried on the
property, the carrier’s name and address and any other information relevant to the fire.

104.12.3 Inspections. The fire chief may enter and inspect any building or premises where a
fire has occurred or which has been jeopardized by an adjoining fire. The inspection shall be
conducted in a reasonable manner as soon after the occurrence of the fire as possible. No
person may refuse admittance to the fire chief if the fire chief is identified by a uniform or
through exhibition of credentials.

104.12.4 Hearings. The fire chief may conduct public or private hearings to aid in an
investigation. Hearing process may be served by an officer designated by the fire chief. The
fire chief may summon witnesses, require production of written documents, administer oaths
and affirmations to witnesses, take or cause to be taken the sworn testimony of witnesses,
and prohibit witnesses from communicating with one another until they have been examined.
No person summoned may refuse to appear, to produce written documents, or to be sworn.

104.12.5 Prosecution. After investigation, if the fire chief believes there is sufficient
evidence to charge a person with a crime committed in connection with the fire, the fire chief
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shall arrest or cause the person to be arrested and charged. The fire chief shall furnish to the
prosecuting attorney all available evidence, including the names of witnesses and a transcript
of testimony taken at the hearing.”

18. Section 105, “Permits,” of Part 2, “Administrative Provisions,” of Chapter 1,

“Scope and Administration,” of the 2012 International Fire Code is retitled as Section 105,

“Permits and Fees.”

19. Paragraph 105.1.2, “Types of Permits,” of Subsection 105.1, “General,” of

Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope

and Administration,” of the 2012 International Fire Code is deleted.

20. Paragraph 105.2.2, “Inspection Authorized,” of Subsection 105.2, “Application,”

of Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope

and Administration,” of the 2012 International Fire Code is amended to read as follows:

“105.2.2 Inspection authorized. Before a [new operational] permit is approved, the fire
chief [code official] is authorized to and shall inspect the receptacles, vehicles, buildings,
devices, limited access gates, premises, storage spaces or areas to be used to determine
compliance with this code or any operational constraints required.”

21. Paragraph 105.2.3, “Time Limitation of Application,” of Subsection 105.2,

“Application,” of Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of

Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is deleted.

22. Paragraph 105.2.4, “Action on Application,” of Subsection 105.2, “Application,”

of Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope

and Administration,” of the 2012 International Fire Code is amended to read as follows:

“105.2.4 Action on application. Thefire code official shall examine or cause to be examined
applications for permits and amendments thereto within a reasonable time after filing. If the
application or the construction documents do not conform to the requirements of pertinent
laws, the fire chief [code official] shall reject such application in writing, stating the reasons
therefor. If thefire code official is satisfied that the proposed work or operation conforms to
the requirements of this code and laws and ordinances applicable thereto, the fire code
official shall issue a permit therefor as soon as practicable.”
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23. Subsection 105.3, “Conditions of a Permit,” of Section 105, “Permits and Fees,”

of Part 2, “Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“105.3 Conditions of a permit. A permit shall constitute permission to maintain, store or handle
materials; or to conduct processes which produce conditions hazardous to life or property[; or to
install equipment utilized in connection with such activities; or to install or modify any fire
protection system or equipment or any other construction, equipment installation or
modification] in accordance with the provisions of this code where a permit is required by
Section 105.6 or 105.7. Such permission shall not be construed as authority to violate, cancel or
set aside any of the provisions of this code or other applicable regulations or laws of the
jurisdiction.”

24. Paragraph 105.3.1, “Expiration,” of Subsection 105.3, “Conditions of a Permit,”

of Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope

and Administration,” of the 2012 International Fire Code is amended to read as follows:

“105.3.1 Expiration. A[n operational] permit shall remain in effect until reissued, renewed,
or revoked or for such a period of time as specified in the permit. [Construction permits
shall automatically become invalid unless the work authorized by such permit is
commenced within 180 days after its issuance, or if the work authorized by such permit is
suspended or abandoned for a period of 180 days after the time the work is commenced.
Before such work recommences, a new permit shall be first obtained and the fee to
recommence work, if any, shall be one half the amount required for a new permit for such
work, provided no changes have been made or will be made in the original construction
documents for such work, and provided further that such suspension or abandonment has not
exceeded one year.] Permits are not transferable and any change in occupancy, operation,
tenancy or ownership shall require that a new permit be issued.”

25. Paragraph 105.3.3, “Occupancy Prohibited before Approval,” of Subsection

105.3, “Conditions of a Permit,” of Section 105, “Permits and Fees,” of Part 2, “Administrative

Provisions,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

amended as to read as follows:

“105.3.3 Occupancy prohibited before approval. The building or structure shall not be
occupied prior to the fire code official issuing a permit when required and conducting
associated inspections indicating the applicable provisions of this code have been met.”
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26. Paragraph 105.3.4, “Conditional Permits,” of Subsection 105.3, “Conditions of a

Permit,” of Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of Chapter

1, “Scope and Administration,” of the 2012 International Fire Code is deleted.

27. Paragraph 105.3.6, “Compliance with Code,” of Subsection 105.3, “Conditions of

a Permit,” of Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of Chapter

1, “Scope and Administration,” of the 2012 International Fire Code is amended to read as

follows:

“105.3.6 Compliance with code. The issuance or granting of a permit shall not be construed
to be a permit for, or an approval of, any violation of any of the provisions of this code or of
any other ordinance of the jurisdiction. Permits presuming to give authority to violate or
cancel the provisions of this code or other ordinances of the jurisdiction shall not be valid.
[The issuance of a permit based on construction documents and other data shall not prevent
the fire code official from requiring the correction of errors in the construction documents
and other data. Any addition to or alteration of approved construction documents shall be
approved in advance by the fire code official, as evidenced by the issuance of a new or
amended permit.]”

28. Subsection 105.6, “Required Operational Permits,” of Section 105, “Permits and

Fees,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the

2012 International Fire Code is amended to read as follows:

“105.6 Required [opcrationalj permits. The fire code official is authorized to issue
[operational] permits for the operations set forth in Sections 105.6.1 through 105.6.52[43].

105.6.1 Aerosol products. A[n operational] permit is required to manufacture, store or
handle an aggregate quantity of Level 2 or Level 3 aerosol products in excess of 500 pounds
(227 kg) net weight.

105.6.2 Amusement buildings. A[n operational] permit is required to operate a special
amusement building.

105.6.3 Aviation facilities. A[n operational] permit is required to use a Group H or Group S
occupancy for aircraft servicing or repair and aircraft fuel-servicing vehicles. Additional
permits required by other sections of this code include, but are not limited to, hot work,
hazardous materials and flammable or combustible finishes.
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105.6.4 Carnivals and fairs. A[n operational] permit is required to conduct a carnival or
fair.

105.6.5 Asphalt (tar) kettles. A permit is required for the operation of an asphalt (tar) kettle.
Additional permits required by other sections of this code include, but are not limited to, hot
work and LP-gas. [Cellulose nitrate film. An operational permit is required to store, handle
or use cellulose nitrate film in a Group A occupancy.]

105.6.6 Reserved. [Combustible dust producing operations. An operational permit is
required to operate a grain elevator, flour starch mill, feed mill, or a plant pulveñzing
aluminum, coal, cocoa, magnesium, spices or sugar, or other operations producing
combustible dusts as defined in Chapter 2.]

105.6.7 Reserved. [Combustible fibers. An operational permit is required for the storage
and handling of combustible fibers in quantities greater than 100 dubic feet (2.8m

Exception: A permit is not required for agculra1 storage.]

105.6.8 Compressed gases. A[n operational] permit is required for the storage, use or
handling at normal temperature and pressure (NTP) of compressed gases in excess of the
amounts listed in Table 105.6.8.

Exception: Vehicles equipped for and using compressed gas as a fuel for propelling the
vehicle.

TABLE 105.6.8
PERMIT AMOUNTS FOR COMPRESSED GASES

TYPE OF GAS AMOUNT
(cubic feet at NTP)

Corrosive 200
Flammable (except cryogenic fluids and 200
liquefiedpetroleum gases)
Highly toxic Any Amount

Inert and simple asphyxiant 6,000
Oxidizing (including oxygen) 504

Pyrophoric Any Amount
Toxic Any Amount

For SI: 1 cubicfoot = 0.02832 m3.

105.6.9 Reserved. [Covered and open iuau uuu.uiigs. A
fef

1. The placement of retail fixres and displays, concession equipment, displays
hh1v combustible rndc . 4-l-., ..,.11
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2. The display of liquid or gas filled equipment in the mall.

3. The use of open flame or flame producing equipment in the mall.]

105.6.10 Cryogenic fluids. A[n operational] permit is required to produce, store, transport
on site, use, handle or dispense cryogenic fluids in excess of the amounts listed in Table
105.6.10.

Exception: Permits are not required for vehicles equipped for and using cryogenic fluids
as a fuel for propelling the vehicle or for refrigerating the lading.

TABLE 105.6.10
PERMIT AMOUNTS FOR CRYOGENIC FLUIDS

INSIDE BUILDING
TYPE OF CRYOGENIC FLUID OUTSIDE BUILDING

(gallons)
(gallons)

Flammable More than 1 60
Inert 60 500
Oxidizing (includes oxygen) 10 50
Physical or health hazard not
indicated above

Any Amount Any Amount

For SI: 1 gallon 3.785 L.]

105.6.11 Cutting and welding. A[n operational] permit is required to conduct cutting or
welding operations within the jurisdiction.

105.6.12 Dry cleaning. A[n operational] permit is required to engage in the business of dry
cleaning or to change to a more hazardous cleaning solvent used in existing dry cleaning
equipment.

105.6.13 Reserved. [Exhibits and trade shows. An operational permit is required to
nncmt exhibits and trade show’ 1

105.6.14 Explosives. A[n operational] permit is required for the manufacture, transportation,
storage, handling, sale or use of any quantity of explosive, explosive material, fireworks, or
pyrotechnic special effects within the scope of Chapter 56.

Exception: Storage in Group R-3 occupancies of smokeless propellant, black powder and
small arms primers for personal use, not for resale and in accordance with Section 5606.

105.6.15 Reserved. [Fire hydrants and valves. An operational permit is required to use or
onerate fire h’’rfrmit’ or valves intended for fire suonression rnimn ‘‘‘‘ installed on
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water systems and accessible to a fire annaraths access road that is open to or generally used
by the public.

Exception: A permit is not required for authozed employees of the water company that
supplies the system or the fire department to use or operate fire hydrants or valves.]

105.6.16 Flammable and combustible liquids. A[n operational] permit is required:

1. To use or operate a pipeline for the transportation within facilities of flammable or
combustible liquids. This requirement shall not apply to the off-site transportation in
pipelines regulated by the Department of Transportation (DOTn) nor does it apply to
piping systems.

2. To store, handle or use Class I liquids in excess of 5 gallons (19 L) in a building or in
excess of 10 gallons (37.9 L) outside of a building, except that a permit is not
required for the following:

2.1. The storage or use of Class I liquids in the fuel tank of a motor vehicle,
aircraft, motorboat, mobile power plant or mobile heating plant, unless such
storage, in the opinion of the fire code official, would cause an unsafe
condition.

2.2. The storage or use of paints, oils, varnishes or similar flammable mixtures
when such liquids are stored for maintenance, painting or similar purposes for
a period of not more than 30 days.

3. To store, handle or use Class II or Class lilA liquids in excess of 25 gallons (95 L) in
a building or in excess of 60 gallons (227 L) outside a building, except for fuel oil
used in connection with oil-burning equipment.

4. To store, handle or use Class TuB liquids in tanks or portable tanks for fueling motor
vehicles at motor fuel-dispensing facilities or where connected to fuel-burning
equipment.

Exception: Fuel oil and used motor oil used for space heating or water heating.

5. To remove Class I or II liquids from an underground storage tank used for fueling
motor vehicles by any means other than the approved, stationary on-site pumps
normally used for dispensing purposes.

6. To operate tank vehicles, equipment, tanks, plants, terminals, wells, fuel dispensing
stations, refineries, distilleries and similar facilities where flammable and combustible
liquids are produced, processed, transported, stored, dispensed or used. This includes
tanks, lines, monitor wells, and other appurtenances of the tank system.
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7. To place temporarily out of service (for more than 90 days) an underground, protected
above-ground or above-ground flammable or combustible liquid tank.

8. To change the type of contents stored in a flammable or combustible liquid tank to a
material that poses a greater hazard than that for which the tank was designed and
constructed.

9. To manufacture, process, blend or refine flammable or combustible liquids.

10. To engage in the dispensing of liquid fuels into the fuel tanks of motor vehicles at
commercial, industrial, governmental or manufacturing establishments.

11. To utilize a site for the dispensing of liquid fuels from tank vehicles into the fuel
tanks of motor vehicles, marine craft and other special equipment at commercial,
industrial, governmental or manufacturing establishments.

105.6.17 Floor or wall finishing. A[n operational] permit is required for floor or wall
finishing or surfacing operations exceeding 350 square feet (33 m2) using Class I or Class II
liquids.

105.6.18 Fruit and crop ripening. A[n operational] permit is required to operate a fruit, or
crop-ripening facility or conduct a fruit-ripening process using ethylene gas.

105.6.19 Reserved. [Fumigation and insecticidal fogging. An operational permit is
required to operate a business of fumigation or insecticidal fogging, and to maintain a room,
rault or chamber in which a toxic or flammable fumigant is used.]

105.6.20 Hazardous materials. A[n operational] permit is required to store, transport on
site, dispense, use or handle hazardous materials in excess of the amounts listed in Table
105.6.20.

[Table 105.6.20 is adopted with no amendments.]

105.6.21 HPM facilities. A[n operational] permit is required to store, handle or use
hazardous production materials.

105.6.22 High-piled storage. A[n operational] permit is required to use a building or portion
thereof as a high-piled storage area exceeding 500 square feet (46 m2).

105.6.23 Hot work operations. A[n operational] permit is required for hot work including,
but not limited to:

1. Public exhibitions and demonstrations where hot work is conducted.

2. Use of portable hot work equipment at construction sites or inside a structure.
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[Exception: Work that is conducted under a constction permit.]

3. Fixed-site hot work equipment such as welding booths.

4. Hot work conducted within a [wildfire] hazardous fire area.

5. Application of roof coverings with the use of an open-flame device.

6. Mobile WeldingJCutting (Hot Works) apparatus. A separate permit is required for
each mobile W/C (hot work) vehicle. [When approved, the fire code official shall
issue a permit to carry out a Hot Work Program. This program allows approved
personnel to regulate their facility’s hot work operations. The approved personnel
shall be trained in the fire safety aspects denoted in this chapter and shall be
responsible for issuing permits requiring compliance with the requirements found in
Chapter 26. These permits shall be issued only to their employees or hot work
‘‘ rrn’ under their supervision.]

6.1. The fire department shall inspect each vehicle to ensure the equipment is in
good working order and in compliance with the provisions of Chapter 35
before issuing a permit to operate.

Regulations will be given to the owner/operator of the apparatus. The
responsible person will sign for these regulations.

6.3. The owner/operator of the apparatus will ensure compliance with the
requirements found in the regulations received.

105.6.24 Industrial ovens. A[n operational] permit is required for operation of industrial
ovens regulated by Chapter 30.

105.6.25 Lumber yards and woodworking plants. A[n operational] permit is required for
the storage or processing of lumber exceeding 100,000 board feet (8,333 ft3) (236m3).

105.6.26 Liquid or-gas-fueled vehicles or equipment in assembly buildings. A[i
operational] permit is required to display, operate or demonstrate liquid-or gas-fueled
vehicles or equipment in assembly buildings.]

105.6.27 LP-gas. A[n operational] permit is required for:

1. Storage and use of LP-gas where the aggregate capacity of containers is more than
100 gallons (379 L) in water capacity.

[Exception: A permit is not required for individual containers with a 500 gallon (1893 L)
water capacity or less serving occupancies in Group R 3.]
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2. The use of [Operation of cargo tankers that transport] LP-gas for demonstration or
portable cooking equipment. See Chapter 61.

105.6.28 Magnesium. A[n operational] permit is required to melt, cast, heat treat or grind
more than 10 pounds (4.54 kg) of magnesium.

105.6.29 Miscellaneous combustible storage. A[n operational] permit is required to store in
any building or upon any premises in excess of 2,500 cubic feet (71 m3) gross volume of
combustible empty packing cases, boxes, barrels or similar containers, rubber tires, rubber,
cork or similar combustible material.

105.6.30 Open burning. A[n operational] permit is required for the kindling or maintaining
of an open fire, recreational fire or a fire on any public street, alley, road, or other public or
private ground. Instructions and stipulations of the permit shall be adhered to.

[Exception: Recreational fires.]

105.6.30.1 Trench burning. A separate permit is required for each day of trench
burning.

105.6.30.2 Air curtain incinerators/pit burners. A separate permit is required to
operate an air curtain incinerator/pit burner or similar type device that uses an air curtain
to burn waste.

105.6.31 Open flames and torches. A[n operational] permit is required to remove paint with
a torch; or to use a torch or open-flame device in a [wildfire risk] area.

105.6.32 Open flames and candles. A[n operational] permit is required to use open flames
or candles in connection with assembly areas, dining areas of restaurants or drinking
establishments. This permit includes the use of free-standing LP-gas heaters in assembly
occupancies.

105.6.33 Reserved. [Organic coatings. An operational permit is required for any organic
coating manufacturing operation producing more htan 1 gallon (‘1 L) of an organic coating in
one day.]

105.6.34 Reserved. [Places of assembly. An operational permit is required to operate a
place of assembly.]

105.6.35 Private fire hydrants and water supplies. An annual [operational] permit is
required for the [removal from service,] use or operation of private fire hydrants or alternate
water supplies.

[Exception: A permit is not required for private industry with trained maintenance
personnel, private fire brigade or fire departments to maintain, test and use private
hydrants.]
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105.6.36 Pyrotechnic special effects material. A[n operational] permit is required for
transportation, use [a4] handling, storage and display of pyrotechnic special effects
material. See Chapter 56.

105.6.37 Reserved. [Pyroxylin plastics. An operational permit is required for storage or
handling of more than 25 pounds (11 kg) of cellulose nitrate pyroxylin) plastics, and for the
assembly or manufacture of articles involving pyroxylin plastics.]

105.6.38 Refrigeration equipment. An annual [operational] permit is required to operate a
mechanical refrigeration unit or system regulated by Chapter 6.

105.6.39 Reserved. [Repair garages and motor fuel dispensing facilities. An operational
permit is required for operation of repair garages, and automotive marine and fleet motor
el dispensing facilities.]

105.6.40 Reserved. [Rooftop hdiports. An operational permit is required for the operation
of a rooflop heliport.]

105.6.41 Spraying or dipping. A[n operational] permit is required to conduct a spraying or
dipping operation utilizing flammable or combustible liquids or the application of
combustible powders regulated by Chapter 24.

105.6.42 Storage of scrap tires and tire byproducts. A[n operational] permit is required to
establish, conduct or maintain storage of scrap tires and tire byproducts that exceeds 2,500
cubic feet (71 m3) of total volume of scrap tires, and for indoor storage of tires and tire
byproducts.

105.6.43 Temporary membrane structures [and] tents and canopies. A[n operational]
permit is required to operate an air-supported temporary membrane structure or a tent having
an area in excess of [400] square feet (37 m2) or a canopy in excess of 399 square feet
(37 ma).

Exceptions:

1. Tents used exclusively for recreational camping purposes.

2. Fabric canopies open on all sides which comply with all of the following:

2.1. Individual canopies having a maximum size of 700 square feet (65 m2).

2.2. The aggregate area of multiple canopies placed side by side without a fire
break clearance of not less than 12 feet (3658 mm) shall not exceed 700
square feet (65 m2) total.
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2.3. A minimum clearance of 12 feet (3658 mm) to structures and other tents
shall be provided.

3. Awnings.

4. Tents having an occupant load of less than 10 persons.

105.6.44 Tire-rebuilding plants. A[n operational] permit is required for the operation and
maintenance of a tire rebuilding plant.

105.6.45 Waste handling. A[n operational] permit is required for the operation of wrecking
yards, junk yards and waste material-handling facilities.

105.6.46 Reserved. [Wood products. An operational permit is required to store chips,
hogged material, lumber or plyvood in excess of 200 cubic feet (6 m]

105.6.47 Acetylene generator. A permit is required to operate an acetylene generator. See
Chapter 35.

105.6.48 Commercial cooking fire-extinguishing system. A permit is required to install an
approved automatic fire-extinguishing system for commercial cooking systems.

105.6.49 Calcium carbide storage. A permit is required to store more than 200 pounds of
calcium carbide. See Chapter 35.

105.6.50 Limited access gates. An annual permit is required for the operation of limited
access gates which obstruct fire apparatus access roads and which open electro-mechanically,
using an approved Dallas Fire-Rescue Department radio receiver and transmitter.

105.6.51 Mobile fueling. A separate permit is required for each mobile refueling apparatus
utilized for the purpose of transferring fuel in accordance with this section. A separate permit
is required for each site where mobile refueling operations take place in accordance with this
section. See Chapter 57.

105.6.52 State licensed facilities. An annual permit is required to operate a child care
facility, adult day care facility, small assisted living facility, or a residential care facility as
defined by the Texas Department of Aging and Disability Services and the Texas Department
of Family and Protective Services.”

29. Paragraph 105.7.4, “Cryogenic fluids,” of Subsection 105.7, “Required

Construction Permits,” of Section 105, “Permits and Fees,” of Part 2, “Administrative

Provisions,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

deleted.
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30. Paragraph 105.7.16, “Temporary Membrane Structures and Tents,” of Subsection

105.7, “Required Construction Permits,” of Section 105, “Permits and Fees,” of Part 2,

“Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“105.7.16 Temporary membrane structures and tents. A construction permit is required to
erect an air-supported temporary membrane structure or a tent having an area in excess of
399 [400] square feet (37 m2).

Exceptions:

1. Tents used exclusively for recreational camping purposes.

2. Funeral tents and curtains or extensions attached thereto, when used for funeral
services.

3. Tents, fabric canopies, and awnings open on all sides which comply with all of
the following:

3.1. Individual canopies shall have a maximum size of 700 square feet (65 m2).

3.2. The aggregate area of multiple canopies placed side by side without a fire
break clearance of not less than 12 feet (3658 mm) shall not exceed 700
square feet (65 m2) total.

3.3. A minimum clearance of 12 feet (3658 mm) to structures and other tents
shall be maintained.

4 Tents having an occupant load of less than 10 persons.”

31. Subsection 105.7, “Required Construction Permits,” of Section 105, “Permits and

Fees,” of Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

amended by adding a new Subsection 105.7.17, “Smoke Control or Exhaust Systems,” and a new

Subsection 105.7.18, “Electronic Access Control Systems,” to read as follows:

“105.7.17 Smoke control or exhaust systems. Construction permits are required for smoke
control or exhaust systems as specified in Section 909 and Section 910 respectively.
Maintenance performed in accordance with this code is not considered a modification and
does not require a permit.
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1. Acetylene generator, annual
2. Aerosol products, annual
3. Air curtain incinerator/pit burner, daily
4. Amusement building
5. Asphalt (tar) kettles, annual
6. Aviation facilities
7. Calcium carbide storage, annual
8. Candle and open flames
9. Carnivals and fairs, daily
10. Combustible storage (miscellaneous), annual
11. Commercial cooking fire-extinguishing system
12. Compressed gas filling/storage/use, annual
13. Cryogenic fluids, annual
14. Dry cleaning plant, annual
15. Explosive /blasting, daily
16. Fireworks/explosive storage, daily
17. Fireworks/explosive transportation, daily
18. Fireworks display (initial)
19. Fireworks display (subsequent)
20. Flammable and combustible liquids, annual
21. Floor/wall finishing
22. Fruit and crop ripening, annual
23. Hazardous materials, annual
24. Hazardous production material (HPM), annual
25. High pile storage, annual
26. Industrial oven
27. Limited access gates

(ito 3 gates)
(4 to 7 gates)

$175.00
$175.00
$350.00
$135.00
$ 95.00
$150.00
$175.00
$ 95.00
$160.00
$150.00
$200.00
$ 95.00
$150.00
$140.00
$260.00
$160.00
$190.00
$405.00
$215.00
$125.00
$135.00
$175.00
$175.00
$175.00
$160.00
$175.00

$150.00
$205.00

105.7.18 Electronic access control systems. Construction permits are required for the
installation or modification of an electronic access control system, as specified in Section 503
and Section 1008. A separate construction permit is required for the installation or
modification of a fire alarm system that may be connected to the access control system.
Maintenance performed in accordance with this code is not considered a modification and
does not require a permit.”

32. Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of

Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is amended by

adding a new Subsection 105.8, “Fees and Permits Schedule,” to read as follows:

“105.8 Fees and permits schedule. An applicant for a permit required by Section 105.6 shall
pay, upon issuance of the permit, a nonrefundable permit fee in accordance with the following
schedule.
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(8 or more gates) $260.00
28. Liquid- or gas-fueled vehicles or equipment in assembly buildings,

per event:
(ito 10 vehicles or pieces of equipment) $ 63.00
(11 to 30 vehicles or pieces of equipment) $127.00
(31 or more vehicles or pieces of equipment) $191.00

29. LP-gas storage/use $122.00
30. LP-gas demonstration/portable cooking $125.00
31. Lumber yards and woodworking plants, annual $160.00
32. Magnesium, annual $175.00
33. Mobile fueling

(site survey), annual $245.00
(vehicle inspection) annual $100.00

34. Open burning/recreational fires $230.00
35. Private fire hydrant and water supplies, annual $105.00
36. Pyrotechnic special effects material, daily:

Initial performance $185.00
Subsequent performances $ 92.00

37. Refrigeration equipment $160.00
38. Scrap tire storage, annual $160.00
39. Spray painting/dipping $135.00
40. State licensed facilities

(child care facility), annual $150.00
(residential care facility, annual $150.00
(small assisted living), annual $150.00
(adult day care facility), annual $150.00

41. Temporary membrane structures and tents, per event $125.00
42. Tire-rebuilding plant $160.00
43. Torch and open flames $120.00
44. Trench burning (per day) $350.00
45. Waste handling, annual $160.00
46. Welding/cutting/hotworks $125.00”

33. Section 105, “Permits and Fees,” of Part 2, “Administrative Provisions,” of

Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is amended by

adding a new Subsection 105.9, “Reinspection Fee,” to read as follows:

“105.9 Reinspection fee. Reinspection fees shall be in accordance with Sections 105.9.1 and
105.9.2.

105.9.1 When required. Whenever a building or premises in the city is inspected by thefire
code official and a violation of this code is found, the building or premises shall, after the
expiration of any time limit for compliance given in a notice or order issued because of the
violations, be reinspected by the fire code official to determine that the violation has been
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eliminated. The owner, occupant, operator or other person responsible for the violation shall
pay to the city assessor and collector of taxes a fee in accordance with the following schedule
for each reinspection that is conducted until the violation is determined to be eliminated

NUMBER OF REINSPECTIONS FEE
1ST soo
2ND $100
3 AND EACH SUBSEQUENT $105

Exception: No fee shall be charged for a reinspection of the following:

1. A Group R-3 or R-4 occupancy, as defined in the Dallas Building Code.

2. An individual dwelling unit within an apartment house or residential
condominium complex, as defined in the Dallas Building Code, when the
violation is the responsibility of the occupant of the dwelling unit and not the
responsibility of the owner or operator of or the person responsible for the
building or premises.

3. Activities directly related to construction conducted on a building or premises, or
part of the building or premises, pursuant to a valid building permit issued by the
building official, including any reinspection that is required before a certificate of
occupancy related to the construction activities may be issued for the building or
premises.

105.9.2 Failure to pay. A person commits an offense if he fails to pay a reinspection fee
assessed under Section 105.9.1 to the city assessor and collector of taxes within 60 calendar
days after the date of reinspection.”

34. Section 108, “Board of Appeals,” of Part 2, “Administrative Provisions,” of

Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is amended to read

as follows:

“SECTION 108
BOARD OF APPEALS

[108.1 Board of appeals established. In order to hear and decide appeals of orders, decisions or
determinations made by the fire code official relative to the application and interetation of this
code, there shall be and is hereby created a board of appeals. The board of appeals shall be
appointed by the governing body and shall hold office at its pleasure. The fire code official shall
be an cx officio member of said board but shall have no vote on any matter before the board. The
board shall adopt rules of procedure for conducting its business, and shall render all decisions
and findings in writing to the appellant with a duplicate copy to theflrc code official.]
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108.2 Limitations on authority. An application for appeal shall be based on a claim that the
intent of this code or the rules legally adopted hereunder have been incorrectly interpreted, the
provisions of this code do not fully apply, or an equivalent method of protection or safety is
proposed. The board shall have no authority to waive requirements of this code.

[108.3 Qualifications. The board of appeals shall consist of members who are qualified by
experience and training to pass on matters pertaining to hazards of fire, explosions, hazardous
conditions orfire protection systems and are not employees of the jurisdiction.]

108.4 Creation and membership. The fire code advisory and appeals board is created to
determine the suitability of alternate materials and types of construction and to provide for
reasonable interpretations of the provisions of this code. The fire code advisory and appeals
board shall consist of the following nine members who are qualified by experience and training
to pass judgment upon pertinent matters:

L Two registered engineers, one of which is a fire protection engineer.

2. One registered architect.

3. One building contractor having at least five years’ experience in the construction of
commercial buildings.

4. One insurance investigator having at least five years’ experience in the investigation of
casualty insurance claims.

5. One person experienced in the practice or technique of handling flammable or
combustible liquids.

6. One person experienced in the practice or technique of managing large public assembly
functions.

‘7. Two persons having a record of active participation in community affairs.

108.5 Ex-officio members. In addition to the nine board members enumerated in Section 108.4,
the building official and fire marshal shall serve as ex-officio members of the board without
voting privileges.

108.6 Appointment and terms. The city manager shall nominate and the city council shall
appoint the nine board members enumerated in Section 108.4 from among the residents of the
city. The mayor shall appoint the board chair and the full city council shall appoint the vice
chair. Board members shall serve for two consecutive years beginning September 1 of each odd
numbered year, or until their successors are appointed and qualified. If a vacancy occurs on the
board during the pendency of a term, the city manager shall nominate and city council shall
appoint a new member to fill the vacancy for the unexpired term. The appointive board members
shall serve without compensation.
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108.7 Meetings; quorum. The board shall adopt reasonable rules for the preparation of
amendments to this code and for the conduct of hearings. The board shall convene at the request
of the fire chief, the fire marshal, or its chair, with five members constituting a quorum. The
board shall keep a record of its proceedings and decisions. The chair shall cause a copy of that
record to be filed with the city secretary.

108.8 Code review and amendment. The board shall hear requests for amendments to this code
and conduct its own regular code review. When the board, by a concurring vote of a majority of
its members present, determines that a proposed amendment is appropriate for inclusion in this
code, it shall recommend that amendment to the city council for adoption.

108.9 Appeals. If a person is aggrieved by a decision of a member of the fire department
enforcing this code, the person may file with the fire marshal a written request for a hearing
before the board. In the request, the person shall name the fire department member whose
decision is being appealed and specify the details of the controverted decision. The fire marshal
shall forward a copy of the request to the board chair, who shall convene a public meeting of the
board within a reasonable time, not to exceed 30 days, after receipt of the request. After
considering the relevant and material evidence, the board, by a concurring vote of a majority of
its members present, shall render a decision sustaining, modifying or reversing the decision
appealed. The chair shall cause the board’s decision to be reduced to writing and a copy to be
filed with the fire marshal and the city secretary. The decision of the board is the final
administrative action of the city regarding the controverted decision. A person aggrieved by a
decision of the board may, within 30 days after receiving notice of the board’s decision, appeal
to the District Court of Dallas County. The suit shall be filed against the board as defendant and
service of process may be made upon the board by serving the city secretary.

108.10 Stay of appeal. During the pendency of the request to the board, the decision appealed
from will be stayed unless the fire marshal determines that a stay would create or allow the
continuance of a substantial fire hazard threatening the lives or property of persons other than the
appellant.”

35. Paragraph 109.3.1, “Service,” of Subsection 109.3, “Notice of Violation,” of

Section 109, “Violations,” of Part 2, “Administrative Provisions,” of Chapter 1, “Scope and

Administration,” of the 2012 International Fire Code is amended to read as follows:

“109.3.1 Service. A notice of violation issued pursuant to this code shall be served upon the
owner, operator, occupant, or other person responsible for the condition or violation, either
by verbal notification, personal service, mail, or by delivering the same to, and leaving it
with, some person of responsibility upon the premises. For unattended or abandoned
locations, a copy of such notice of violation shall be posted on the premises in a
conspicuous place at or near the entrance to such premises and the notice of violation shall
be mailed by certified mail with return receipt requested or a certificate of mailing, to the
last known address of the owner, occupant or both. Orders or notices shall set forth a time
limit for compliance dependent upon the hazard and danger created by the violation. Orders
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or notices that are given verbally shall be confirmed by service in writing as herein
provided.”

36. Subsection 109.4, “Violation Penalties,” of Section 109, “Violations,” of Part 2,

“Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“109.4 Violation penalties. Persons who shall knowingly violate a provision of this code or shall
knowingly fail to comply with any of the requirements thereof or who shall knowingly erect,
install, alter, repair or do work in violation of the approved construction documents or directive
of the fire code official, or of a permit or certificate used under provisions of this code, shall be
guilty of a Class C misdemeanor [[SPECIFY OFFENSE]], punishable by a fine [e4] not to
exceed $2,000 [more than [AMOUNT] dollars or by imprisonment not exceeding [NUMBER
OF DAYS], or both such fine and imprisonment]. Each day that a violation continues after due
notice has been served shall be deemed a separate offense.

109.4.1 Abatement of violation. In addition to the imposition of the penalties herein
described, the fire code official is authorized to institute appropriate action to prevent
unlawful construction or to restrain, correct or abate a violation; or to prevent illegal
occupancy of a structure or premises; or to stop an illegal act, conduct of business or
occupancy of a structure on or about any premises.

109.4.2 Failure to discontinue. Any person who shall knowingly continue any operations
after having been served with a notice to discontinue operations, except such work as that
person is directed to perform to remove a violation or unsafe condition, shall be liable to a
fine of not less than $1,500.

109.4.3 Agents and employees. A person who is the agent of the property owner or is an
individual employed by the agent or property owner, is in control of the property, and
knowingly allows the violation to exist is guilty of an offense if that person fails to provide
the property owner’s name, street address, and telephone number to the tire code official.”

37. Subsection 110.2, “Evacuation,” of Section 110, “Unsafe Buildings,” of Part 2,

“Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“110.2 Evacuation. Thefire code official or the fire department official in charge of an incident
shall be authorized to order the immediate evacuation of any occupied building deemed unsafe
when such building has hazardous conditions that present imminent danger to building
occupants. Persons so notified shall immediately leave the structure [ef] premises or vehicle
and shall not enter or re-enter until authorized to do so by the fire code official or the fire
department official in charge of the incident.
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110.2.1 Stopping uses, evacuation. The fire code official is authorized to order an operation
or use stopped or the evacuation of any premises, building or vehicle, or portion thereof, that
has or is a fire hazard.”

38. Subsection 110.4, “Abatement,” of Section 110, “Unsafe Buildings,” of Part 2,

“Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“110.4 Abatement. The owner, operator, or occupant of a building or premises deemed unsafe
by the fire code official shall abate or cause to be abated or corrected such unsafe conditions
either by repair, rehabilitation, demolition or other approved corrective action. See the
procedures specified in Chapter 27, ‘Minimum Urban Rehabilitation Standards,’ of the Dallas
City Code.”

39. Subsection 111.4, “Failure to Comply,” of Section 111, “Stop Work Order,” of

Part 2, “Administrative Provisions,” of Chapter 1, “Scope and Administration,” of the 2012

International Fire Code is amended to read as follows:

“111.4 Failure to comply. Any person who shall knowingly continue any work after having
been served with a stop work order, except such work as that person is directed to perform to
remove a violation or unsafe condition, shall be liable to a fine of not less than $1,000
[[AMOUNT] dollurs] or more than $2,000 [[AMOUNT] dollars].”

40. Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

amended by adding a new Section 114, “Certificate of Occupancy,” to read as follows:

“SECTION 114
CERTIFICATE OF OCCUPANCY

114.1 General. Refer to Section 306, “Certificate of Occupancy,” of Chapter 52, as amended.”

41. Chapter 1, “Scope and Administration,” of the 2012 International Fire Code is

amended by adding a new Section 115, “Registration and Inspection of High Risk Buildings and

Occupancies,” to read as follows:

“SECTION 115
REGISTRATION AND INSPECTION OF

HIGH RISK BUILDINGS AND OCCUPANCIES
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115.1 Certificate of registration. A person commits an offense if he knowingly owns, operates
or controls a high risk building or occupancy in the city without a valid certificate of registration
issued under this section. See Chapter 2 for definitions of high risk building or occupancy.

115.2 Display of certificate. A registrant shall present upon request a certificate of registration
for examination by the fire chief.

115.3 Application for registration. To obtain a certificate of registration, a person shall submit
an application to the fire code official on a form provided for that purpose. The applicant must
be the person who will own, control or operate the high risk building or occupancy. If the
applicant owns, controls or operates more than one high risk building or occupancy at the same
street address, only one certificate of registration is required for all of the buildings or
occupancies at that street address. Only one certificate of registration is required for a single
building that has more than one street address. The application shall be verified and contain the
following information:

1. The applicant’s name, address, telephone number and verified signature.

2. The name, street address and telephone number of the high risk building’s owner or
occupancy’s operator.

3. The name, address and main telephone number, if any, of the high risk building or
occupancy.

4. The name, address and telephone number of an emergency contact person that can be
contacted 24 hours a day, seven days a week in an emergency.

5. The square forage of the high risk building or occupancy, including the number of stories
and the construction date of the building.

6. The type of occupancy or occupancies conducted in the high risk building.

7. A description of any hazardous operations being conducted in the high risk building or
occupancy.

8. A description of fire protection features and any unique aspects of the high risk building
or occupancy.

9. The number of living units in residential facilities.

10. The number of patient rooms in health care facilities.

11. Such additional information as the fire code official deems necessary to the
administration and enforcement of this section.
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115.3.1 Multiple buildings or occupancies. If the application for a certificate of
Registration is being made for multiple buildings or occupancies at the same address, the
information required in Section 113.3 must be provided for each building or occupancy at
that address.

115.3.2 Notification. A registrant shall notify thefire code official within 10 days after any
material change in the information in the application for a certificate of registration for a high
risk building or occupancy, including any changes in ownership.

115.4 Registration fee and inspection charge. The fee for a certificate of registration for a high
risk occupancy is $25, plus an inspection charge in accordance with the following schedule.

BUILDING TYPE: FEE:

Public Assembly
Under 5,000 square feet $ 40
5,000 - 9,999 square feet $ 80
10,000 - 59,999 square feet $120
60,000 - 99,999 square feet $160
100,000 square feet and over $200

Hazardous Materials
Under 5,000 square feet $125
5,000 - 9,999 square feet $175
10,000 - 59,999 square feet $225
60,000 - 99,999 square feet $300
100,000 square feet and over $350

High-rise Office/Storage/Assembly
Under 200,000 square feet $200
200,000 - 600,000 square feet $400
Over 600,000 square feet $500

High-rise Residential
Under 250 dwelling units $200
250 to 600 dwelling units $400
Over 600 dwelling units $500

Health Care Facilities
Under 100 patient rooms or individual dwelling units $200
100-500 patient rooms or individual dwelling units $400
Over 500 patient rooms or individual dwelling units $500

Exceptions:
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1. The inspection charge shall not be assessed for inspecting a building or occupancy
that is subject to inspection in order to obtain one of the following operational
permits from the fire code official:

a. Amusement building.

b. Aviation facilities.

c. Dry cleaning plant.

d. Lumber yards and woodworking plants.

e. State licensed facility (child care, residential care, small assisted living, adult
day care).

2. The inspection charge shall not be assessed for any property that is exempt from
paying City of Dallas property taxes.

3. The inspection charge shall not be assessed for any property that has a current
vacant building certificate of registration from the City of Dallas.

115.4.1 Multiple buildings or occupancies. If one certificate of registration is issued for
multiple buildings or occupancies located at the same address, the inspection charge will be
calculated as follows:

1. For public assembly, high-rise office/storage/assembly, and hazardous materials
facilities, the inspection charge will be calculated using the aggregate area in square
feet of all the buildings or occupancies.

2. For high-rise residential buildings and healthcare facilities, the inspection charge will
be calculated using the aggregate number of living units or patient rooms in all
buildings or occupancies.

115.4.2 Refunds. If a certificate of registration expires and no inspection was conducted by
the fire code official during the registration term, then the full inspection charge may be
refunded, if the fire chief receives a written request for the refund from the registrant within
90 days after expiration of the certificate of registration. Otherwise, no refund of the
inspection charge will be made.

115.5 Expiration and renewal of registration. A certificate of registration for high risk
buildings and occupancies expires according to the following schedule:

1. Assembly certificates expire one year after the date of issuance.

2. Hazardous materials certificates expire two years after the date of issuance.
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3. High rise certificates expire two years after the date of issuance.

4. Health care certificates expire one year after the date of issuance.

115.5.1 Renewal. A renewal invoice will automatically be mailed to the applicant 30 days
prior to the expiration date of the current certificate of registration. The applicant shall
submit the required payment at least 15 days prior to the expiration of the certificate of
registration.

115.6 Non-transferability. A certificate of registration for a high risk building or occupancy is
not transferable.

115.7 Property inspections. For the purpose of determining whether violations of this section or
any other city ordinance or state or federal law exist, the fire code official is authorized at a
reasonable time to inspect the interior and exterior of the high risk building or occupancy, if the
permission of the owner, operator, or other person in control is given or a search warrant is
obtained.

115.7.1 Frequency. Thefire code official shall inspect a high risk building or occupancy at
least once during the term of the certificate of registration.

115.7.2 Registrant responsibilities. An applicant or registrant shall permit representatives of
the fire code official to inspect the interior and exterior of a high risk building or occupancy
for the purpose of ensuring compliance with the law, at reasonable times upon request. The
applicant or registrant commits an offense if he, either personally or through an agent or
employee, refuses to permit a lawful inspection of the high risk building or occupancy as
required by this subsection.

115.7.3 Reinspection. Whenever a high risk building or occupancy is inspected by the fire
code official and a violation of Section 115 or any other city ordinance or state or federal law
applicable to the building is found, the premises will, after the expiration of any time limit for
compliance given in a notice or order issued because of the violation, be reinspected by the
fire code official to determine that the violation has been eliminated. Reinspection fees shall
be issued in accordance with Section 105.9.

115.8 Duty of emergency contact person. The emergency contact person or person designated
by the emergency contact person shall arrive at the property within one hour after notification by
the city or emergency response personnel that an emergency condition has occurred on the
property.”

42. Section 202, “General Definitions,” of Chapter 2, “Definitions,” of the 2012

International Fire Code is amended by adding or amending the following definitions in

alphabetical order:
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AERIAL SHELL. A pyrotechnic device that functions in the air.

AIRCRAFT MOTOR FUEL-DISPENSING FACILITY. That portion of an airport or
heliport where flammable or combustible liquids used as aircraft fuel are stored and dispensed
from fixed automotive-type dispensing equipment into fuel tanks of an aircraft and shall include
all facilities essential thereto.

AMBULATORY CARE FACILITY. Buildings or portions thereof used to provide medical,
surgical, psychiatric, nursing or similar care on a less-than-24-hour basis to persons who are
rendered incapable of self-preservation by the services provided. This group may include the
following:

- Dialysis centers

- Sedation dentistry

- Surgery centers

- Colonic centers

- Psychiatric centers

BINARY EXPLOSIVE. An explosive material composed of separate components, each of
which is safe for storage and transportation and would not in itself be considered as an explosive.

BREAK (Aerial Shell). An individual effect from an aerial shell, generally either color or noise.
Aerial shells can be single break, having only one effect, or multiple breaks, having two or more
effects.

CERTIFICATE OF REGISTRATION. A written authority issued under Section 114 of this
code to own, operate or control a commercial building within the city.

COMMERCIAL BUILDING. Any structure used or intended to be used for any type
occupancy, except a single-family dwelling or a duplex dwelling.

DESIGNATED LANDING AREA. The area over which aerial shells are fired and into which
debris and malfunctioning aerial shells can fall.

FIRE AREA. The aggregate floor area enclosed and bounded by approved fire walls, fire
barriers, exterior walls or horizontal assemblies of a building. Areas of the building not provided
with surrounding walls shall be included in the fire area if such areas are included within the
horizontal projection of the roof or floor next above.

FIRE CODE OFFICIAL. The fire chief, fire marshal or [other] designated [authority]
uniformed members of the Fire Prevention Division charged with the administration and
enforcement of the Dallas Fire Code [code, or a duly authorized representative].
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FIRE DEPARTMENT INLET CONNECTION. A connection through which the fire
department can pump water into a standpipe system or sprinkler system. Each hose connection
shall have national standard fire hose coupling screw threads of 7 ‘/2 threads per inch.

FIRE MARSHAL. The fire chief who is head of the Fire Prevention Division or uniformed
members of the Fire Prevention Division designated by the Fire Marshal who shall be charged
with the administration and enforcement of the Dallas Fire Code.

FIRE-RETARDANT WOOD SHAKES AND SHINGLES. Shakes and shingles that have the
meaning given that term in Chapter 15 of the Dallas Building Code, as amended.

FIRE WATCH. A temporary measure intended to ensure continuous and systematic
surveillance of a building or portion thereof by one or more qualified [individuals] standby
personnel when required by the fire chief, for the purposes of identifring and controlling fire
hazards, detecting early signs of unwanted fire, raising an alarm of fire and notifying the fire
department.

FIREWORKS. Any combustible [composition] or explosive composition, or any substance,
combination of substances, or device prepared for the purpose of producing a visible or an
audible effect [for entertainment purposes] by combustion, explosion, deflagration or detonation
[that meets the definition of 1 .4G fireworks or 1.3 G fireworks as set forth herein]. Fireworks
include toy pistols, toy cannons, toy canes, or toy guns in which explosives are used;
firecrackers, torpedoes, sky-rockets, Roman candles, sparklers, or other devices of like
construction; any device containing an explosive or flammable compound; and any tablet or
other device containing an explosive substance. Fireworks do not include auto flares; paper caps
containing an average of 25/ of a grain of explosive content per cap or less; and toy pistols, toy
canes, toy guns, or other devices for use of such caps. Fireworks do not include snaps, party
poppers, or noisemakers which use no more than of a gram of explosive compound and do
not emit light or smoke when detonated.

Fireworks, 1.4G. Small fireworks devices containing restricted amounts of pyrotechnic
composition designed primarily to produce visible or audible effects by combustion. Such
1 .4G fireworks which comply with the construction, chemical composition and labeling
regulations of the DOTn for Fireworks, UN 0336, and the U.S. Consumer Product Safety
Commission as set forth in CPSC 16 CFR Parts 1500 and 1507, are not explosive
materials for the purpose of this code.

Fireworks, 1.3G. Large fireworks devices, which are explosive materials, intended for use in
fireworks displays and designed to produce audible or visible effects by combustion,
deflagration or detonation. Such 1 .3G fireworks include, but are not limited to, firecrackers
containing more than 130 milligrams (2 grains) of explosive composition, aerial shells
containing more than 40 grams of pyrotechnic composition and other display pieces which
exceed the limits for classification as 1 .4G fireworks. Such 1 .3G fireworks are also described
as Fireworks, UN 0335 by the DOTn.
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FIXED GROUND PIECE. A ground display piece having no moveable parts, such as a
revolving wheel.

GROUND PIECE. A pyrotechnic device that functions on the ground. Ground pieces include
fountains, roman candles, wheels and set pieces.

HEALTH CARE FACILITY. A facility regulated by the Texas Department of State Health
Services and classified as an 1-1 or 1-2 occupancy as defined in the Dallas Building Code.

HIGH-PILED COMBUSTIBLE STORAGE. Storage of combustible materials in closely
packed piles or combustible materials on pallets, in racks or on shelves where the top of storage
is greater than 12 feet (3658 mm) in height. When required by the fire code official, high-piled
combustible storage also includes certain high-hazard commodities, such as rubber tires, Group
A plastics, flammable liquids, idle pallets and similar commodities, where the top of storage is
greater than 6 feet (1829 mm) in height.

“Any Group S occupancy exceeding 12,000 square feet (1115 m2) that has a clear height in
excess of 12 feet (3658 mm), making it possible to be used for storage in excess of 12 feet (3658
mm) in height, shall be considered to be high-piled storage and shall comply with the provisions
of this section. When a specific product cannot be identified, a fire protection system shall be
installed as for Class IV commodities to the maximum pile height.”

HIGH RISK BUILDING OR OCCUPANCY. The following are high risk buildings or
occupancies because they are prone to a high loss of life or property in the event of a fire because
of a high occupancy load, the nature of the process in use, impairment of the occupants, or
limited emergency exiting:

1. high rise buildings;

2. health care facilities with an occupancy classification of 1-1 or 1-2;

3. public assembly type occupancies with an occupant load of 50 or more serving food
and/or drinks. Examples: movie theaters, concert/theater halls,

EXEMPTION: Locations where firewatches are regularly conducted. (American Airline
Center, Gexa)

4. occupancies where hazardous materials are stored or used including, but not limited to,
all H occupancies as defined by the Dallas Building Code, all occupancies that dispense
liquid or gaseous fuels, all occupancies storing hazardous materials in aboveground or
underground tanks, and all occupancies that directly use hazardous production material in
research, laboratory or production processes.

Exception: Buildings or occupancies equipped with a standby or emergency power generator
with a combustible liquid storage tank that is connected to a fuel oil piping system containing no
more than 660 gallons of combustible liquid in a closed system.
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HOT WORK PERMITS. Permits allowing [issued by the responsible person at the facility
under the hot work permit program permitting] welding or other hot work to be done in locations
referred to in Section 3503 [4] and approved [pre permitted] by thefire code official.

[HOT WTORK PROCRAM. A permitted program, carried out by approved facilities designated
personnel, allowing them to oversee and issue permits for hot work conducted by their personnel
or at their facility. The intent is to have trained, on site, responsible personnel ensure that
required hot work safety measures are taken to prevent fires and fire spread.]

INTERNATIONAL BUILDING CODE. Chapter 53 of the Dallas City Code also referred to as
the Dallas Building Code as adopted by this jurisdiction. Any reference to the International
Building Code shall mean the Dallas Building Code as adopted.

INTERNATIONAL ELECTRICAL CODE. Chapter 56 of the Dallas City Code also referred
to as the Dallas Electrical Code as adopted by this jurisdiction. Any reference to the
International Electrical Code shall mean the Dallas Electrical Code as adopted.

INTERNATIONAL ENERGY CONSERVATION CODE. Chapter 59 of the Dallas City
Code also referred to as the Dallas Energy Conservation Code as adopted by this jurisdiction.
Any reference to the International Energy Conservation Code shall mean the Dallas Energy
Conservation Code as adopted.

INTERNATIONAL EXISTING BUILDING CODE. Chapter 58 of the Dallas City Code also
referred to as the Dallas Existing Building Code as adopted by this jurisdiction. Any reference to
the International Existing Building Code shall mean the Dallas Existing Building Code as
adopted.

INTERNATIONAL FIRE CODE. Chapter 16 of the Dallas City Code also referred to as the
Dallas Fire Code as adopted by this jurisdiction. Any reference to the International Fire Code
shall mean the Dallas Fire Code as adopted.

INTERNATIONAL FUEL GAS CODE. Chapter 60 of the Dallas City Code also referred to as
the Dallas Fuel Gas Code as adopted by this jurisdiction. Any reference to the International Fuel
Gas Code shall mean the Dallas Fuel Gas Code as adopted.

INTERNATIONAL MECHANICAL CODE. Chapter 55 of the Dallas City Code also referred
to as the Dallas Mechanical Code as adopted by this jurisdiction. Any reference to the
International Mechanical Code shall mean the Dallas Mechanical Code as adopted.

INTERNATIONAL PLUMBING CODE. Chapter 54 of the Dallas City Code also referred to
as the Dallas Plumbing Code as adopted by this jurisdiction. Any reference to the International
Plumbing Code shall mean the Dallas Plumbing Code as adopted.

INTERNATIONAL RESIDENTIAL CODE. Chapter 57 of the Dallas City Code also referred
to as the Dallas One- and Two-Family Dwelling Code as adopted by this jurisdiction. Any
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reference to the International Residential Code shall mean the Dallas One- and Two-Family
Dwelling Code as adopted.

KNOWINGLY. A person acts knowingly, or with knowledge, with respect to the nature of their
conduct or to circumstances surrounding their conduct when the person is aware of the nature of
the conduct or that the circumstances exist. A person acts knowingly, or with knowledge, with
respect to a result of their conduct when the person is aware that the conduct is reasonably
certain to cause the result.

OCCUPANCY CLASSIFICATION. For the purposes of this code, certain occupancies are
defined as follows:

[B] Assembly Group A. Assembly Group A occupancy includes, among others, the use of a
building or structure, or a portion thereof, for the gathering of persons for purposes such as
civic, social or religious functions; recreation, food or drink consumption; or awaiting
transportation.

Small buildings and tenant spaces. A building or tenant space used for assembly
purposes with an occupant load of less than 50 persons shall be classified as a Group B
occupancy.

Small assembly spaces. The following rooms and spaces shall not be classified as
assembly occupancies:

1. A room or space used for assembly purposes with an occupant load of less than
50 persons and accessory to another occupancy shall be classified as a Group B
occupancy or as part of that occupancy.

2. A room or space used for assembly purposes that is less than 750 square feet (70
m2) in area and accessory to another occupancy shall be classified as a Group B
occupancy or as part of that occupancy.

Associated with Group E occupancies. A room or space used for assembly purposes that
are associated with a Group E occupancy are not considered separate occupancies.

Accessory with places of religious worship. Accessory religious educational rooms and
religious auditoriums with occupant loads of less than 100 are not considered separate
occupancies.

Assembly Group A-i. Assembly uses, usually with fixed seating, intended for the
production and viewing of performing arts or motion pictures including, but not limited to:

Motion picture theaters
Symphony and concert halls
Television and radio studios admitting an audience
Theaters
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Assembly Group A-2. Assembly uses intended for food and/or drink consumption
including, but not limited to:

Banquet halls
Casinos (gaming areas)
Night clubs
Restaurants, cafeterias and similar dining facilities (including associated commercial
kitchens)
Taverns and bars

Assembly Group A-3. Assembly uses intended for worship, recreation or amusement and
other assembly uses not classified elsewhere in Group A, including, but not limited to:

Amusement arcades
Art galleries
Bowling alleys
Community halls
Courtrooms
Dance halls (not including food or drink consumption)
Exhibition halls
Funeral parlors
Gymnasiums (without spectator seating)
Indoor swimming pools (without spectator seating)
Indoor tennis courts (without spectator seating)
Lecture halls
Libraries
Museums
Places of religious worship
Pool and billiard parlors
Waiting areas in transportation terminals

Assembly Group A-4. Assembly uses intended for viewing of indoor sporting events and
activities with spectator seating including, but not limited to:

Arenas
Skating rinks
Swimming pools
Tennis courts

Assembly Group A-5. Assembly uses intended for participation in or viewing outdoor
activities including, but not limited to:

Amusement park structures
Bleachers
Grandstands
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Stadiums

[B] Business Group B. Business Group B occupancy includes, among others, the use of a
building or structure, or a portion thereof, for office, professional or service-type
transactions, including storage of records and accounts. Business occupancies shall include,
but not be limited to, the following:

Airport traffic control towers
Ambulatory care facilities
Animal hospitals, kennels and pounds
Banks
Barber and beauty shops
Car wash
Civic administration
Clinic-outpatient
Dry cleaning and laundries; pick-up and delivery stations and self-service
Educational occupancies for students above the 12th grade
Electronic data processing
Fire stations
Laboratories; testing and research
Motor vehicle showrooms
Police stations with detention facilities for five or less
Post offices
Print shops
Professional services (architects, attorneys, dentists, physicians, engineers, etc.)
Radio and television stations
Telephone exchanges
Training and skill development not within a school or academic program

[B] Educational Group E. Educational Group E occupancy includes, among others, the use
of a building or structure, or a portion thereof, by six or more persons at any one time for
educational purposes through the 12th grade.

Accessory to places of worship. Religious educational rooms and religious auditoriums,
which are accessory to places of religious worship in accordance with Section 508.3.1 of
the International Building Code and have occupant loads of less than 100, shall be
classified as Group A-3 occupancies.

Group E, day care facilities. This group includes buildings and structures or portions
thereof occupied by more than five children older than 21/2 years of age who receive
educational, supervision or personal care services for less than 24 hours per day.

Within places of worship. Rooms and spaces within places of worship providing
such care during religious functions shall be classified as part of the primary
occupancy.
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Five or fewer children. A facility having five or fewer children receiving such care
shall be classified as part of the primary occupancy.

Five or fewer children in a dwelling unit. A facility such as the above within a
dwelling unit and having five or fewer children receiving such care shall be classified
as a Group R-3 occupancy or shall comply with the International Residential Code.

[B] Factory Industrial Group F. Factory Industrial Group F occupancy includes, among
others, the use of a building or structure, or a portion thereof, for assembling, disassembling,
fabricating, finishing, manufacturing, packaging, repair or processing operations that are not
classified as a Group H high-hazard or Group S storage occupancy.

Factory Industrial F-i Moderate-hazard occupancy. Factory industrial uses which are
not classified as Factory Industrial F-2 Low Hazard shall be classified as F-i Moderate
Hazard and shall include, but not be limited to, the following:

Aircraft (manufacturing, not to include repair)
Appliances
Athletic equipment
Automobiles and other motor vehicles
Bakeries
Beverages; over 16-percent alcohol content
Bicycles
Boats
Brooms or brushes
Business machines
Cameras and photo equipment
Canvas or similar fabric
Carpets and rugs (includes cleaning)
Clothing
Construction and agricultural machinery
Disinfectants
Dry cleaning and dyeing
Electric generation plants
Electronics
Engines (including rebuilding)
Food processing and commercial kitchens not associated with restaurants, cafeterias
and similar dining facilities
Furniture
Hemp products
Jute products
Laundries
Leather products
Machinery
Metals
Millwork (sash and door)

Chapter 16 Amendment Page 37 of 226



29437 141457

Motion pictures and television filming (without spectators)
Musical instruments
Optical goods
Paper mills or products
Photographic film
Plastic products
Printing or publishing
Refuse incineration
Shoes
Soaps and detergents
Textiles
Tobacco
Trailers
Upholstering
Wood; distillation
Woodworking (cabinet)

[B] Factory Industrial F-2 Low-hazard Occupancy. Factory industrial uses involving the
fabrication or manufacturing of noncombustible materials which, during finishing, packaging
or processing do not involve a significant fire hazard, shall be classified as Group F-2
occupancies and shall include, but not be limited to, the following:

Beverages; up to and including 16-percent alcohol content
Brick and masonry
Ceramic products
Foundries
Glass products
Gypsum
Ice
Metal products (fabrication and assembly)

High-hazard Group H. High-hazard Group H occupancy includes, among others, the use of
a building or structure, or a portion thereof, that involves the manufacturing, processing,
generation or storage of materials that constitute a physical or health hazard in quantities in
excess of those allowed in control areas complying with Section 5003.8.3, based on the
maximum allowable quantity limits for control areas set forth in Tables 5003.1.1(1) and
5003.1.1(2). Hazardous occupancies are classified in Groups H-i, H-2, H-3, H-4 and H-5 and
shall be in accordance with this code and the requirements of Section 415 of the
International Building Code. Hazardous materials stored or used on top of roofs or canopies
shall be classified as outdoor storage or use and shall comply with this code.

Exceptions: The following shall not be classified as Group H, but shall be classified as
the occupancy that they most nearly resemble.
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1. Buildings and structures occupied for the application of flammable finishes,
provided that such buildings or areas conform to the requirements of Chapter 24
of this code and Section 416 of the International Building Code.

2. Wholesale and retail sales and storage of flammable and combustible liquids in
mercantile occupancies conforming to Chapter 57.

3. Closed piping system containing flammable or combustible liquids or gases
utilized for the operation of machinery or equipment.

4. Cleaning establishments that utilize combustible liquid solvents having a flash
point of 140°F (60°C) or higher in closed systems employing equipment listed by
an approved testing agency, provided that this occupancy is separated from all
other areas of the building by 1 -hourfire barriers in accordance with Section 707
of the International Building Code or 1-hour horizontal assemblies in accordance
with Section 7liof the International Building Code, or both.

5. Cleaning establishments that utilize a liquid solvent having a flash point at or
above 200°F (93°C).

6. Liquor stores and distributors without bulk storage.

7. Refrigeration systems.

8. The storage or utilization of materials for agricultural purposes on the premises.

9. Stationary batteries utilized for facility emergency power, uninterruptible power
supply or telecommunication facilities, provided that the batteries are equipped
with safety venting caps and ventilation is provided in accordance with the
International Mechanical Code.

10. Corrosives shall not include personal or household products in their original
packaging used in retail display or commonly used building materials.

11. Buildings and structures occupied for aerosol storage shall be classified as Group
S-i, provided that such buildings conform to the requirements of Chapter 51.

12. Display and storage of nonflammable solid and nonflammable or noncombustible
liquid hazardous materials in quantities not exceeding the maximum allowable
quantity per control area in Group M or S occupancies complying with Section
5003 .8.3 .5.

13. The storage of black powder, smokeless propellant and small arms primers in
Groups M and R-3 and special industrial explosive devices in Groups B, F, M and
5, provided such storage conforms to the quantity limits and requirements of this
code.
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High-hazard Group H-i. Buildings and structures containing materials that pose a
detonation hazard shall be classified as Group H-i. Such materials shall include, but not be
limited to, the following:

Detonable pyrophoric materials

Explosives:

Division 1.1
Division 1.2
Division 1.3
Division 1.4
Division 1.5
Division 1.6

Organic peroxides, unclassified detonable
Oxidizers, Class 4
Unstable (reactive) materials, Class 3 detonable, and Class 4

Occupancies containing explosives not classified as H-i. The following occupancies
containing explosive materials shall be classified as follows:

1. Division 1.3 explosive materials that are used and maintained in a form where either
confinement or configuration will not elevate the hazard from a mass fire hazard to
mass explosion hazard shall be allowed in Group H-2 occupancies.

2. Articles, including articles packaged for shipment, that are not regulated as a Division
1.4 explosive under Bureau of Alcohol, Tobacco, Firearms and Explosives
regulations, or unpackaged articles used in process operations that do not propagate a
detonation or deflagration between articles shall be allowed in H-3 occupancies.

High-hazard Group H-2. Buildings and structures containing materials that pose a
deflagration hazard or a hazard from accelerated burning shall be classified as Group H-2.
Such materials shall include, but not be limited to, the following:

Class I, II or lilA flammable or combustible liquids which are used or stored in normally
open containers or systems, or in closed containers or systems pressurized at more
than 15 pounds per square inch gauge (103.4 kPa)

Combustible dusts where manufactured, generated or used in such a manner that the
concentration and conditions create a fire or explosion hazard based on information
prepared in accordance with Section 414.1.3 of the International Building Code

Cryogenicfluids, flammable
Flammable gases
Organic peroxides, Class I
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Oxidizers, Class 3, that are used or stored in normally open containers or systems, or in
closed containers or systems pressurized at more than 15 pounds per square inch
gauge (103.4 kPa)

Pyrophoric liquids, solids and gases, nondetonable
Unstable (reactive) materials, Class 3, nondetonable
Water-reactive materials, Class 3

High-hazard Group H-3. Buildings and structures containing materials that readily support
combustion or that pose a physical hazard shall be classified as Group 11-3. Such materials
shall include, but not be limited to, the following:

Class I, II or lilA flammable or combustible liquids that are used or stored in normally
closed containers or systems pressurized at 15 pounds per square inch gauge
(103 .4kPa) or less

Combustiblefibers, other than densely packed baled cotton
Consumer fireworks, 1 .4G (Class C, Common)
Cryogenicfluids, oxidizing
Flammable solids
Organic peroxides, Class II and III
Oxidizers, Class 2
Oxidizers, Class 3, that are used or stored in normally closed containers or systems

pressurized at 15 pounds per square inch gauge (103 kPa) or less
Oxidizing gases
Unstable (reactive) materials, Class 2
Water-reactive materials, Class 2

High-hazard Group 11-4. Buildings and structures which contain materials that are health
hazards shall be classified as Group 11-4. Such materials shall include, but not be limited to,
the following:

Corrosives
Highly toxic materials
Toxic materials

High-hazard Group H-5. Semiconductor fabrication facilities and comparable research and
development areas in which hazardous production materials (HPM) are used and the
aggregate quantity of materials is in excess of those listed in Tables 5003.1.1(1) and
5003.1.1(2) shall be classified as Group H-5. Such facilities and areas shall be designed and
constructed in accordance with Section 415.10 of the International Building Code.

[B] Institutional Group I. Institutional Group I occupancy includes, among others, the use
of a building or structure, or a portion thereof, in which care or supervision is provided to
persons who are or are not capable of self preservation without physical assistance or in
which persons are detained for penal or correctional purposes or in which the liberty of the
occupants is restricted. Institutional occupancies shall be classified as Group 1-1, 1-2, 1-3 or I-
4.
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Institutional Group I-i. This occupancy shall include buildings, structures or parts
thereof for more than 16 persons who reside on a 24-hour basis in a supervised
environment and receive custodial care. The persons receiving care are capable of self
preservation. This group shall include, but not be limited to, the following:

Alcohol and drug centers
Assisted living facilities
Congregate care facilities
Convalescent facilities
Group homes
Half-way houses
Residential board and custodial care facilities
Social rehabilitation facilities

Five or fewer persons receiving care. A facility such as the above with five or fewer
persons receiving such care shall be classified as Group R-3 or shall comply with the
International Residential Code provided an automatic sprinkler system is installed in
accordance with Section 903.3.1.3 or International Residential Code Section P2904.

Six to sixteen persons receiving care. A facility such as above, housing at least six
and not more than 16 persons receiving such care, shall be classified as Group R-4.

Institutional Group 1-2. This occupancy shall include buildings and structures used for
medical care on a 24-hour basis for more than five persons who are not capable of self-
preservation. This group shall include, but not be limited to, the following:

Foster care facilities
Detoxification facilities
Hospitals
Nursing homes
Psychiatric hospitals

Five or fewer persons receiving care. A facility such as the above with five or fewer
persons receiving such care shall be classified as Group R-3 or shall comply with the
International Residential Code provided an automatic sprinkler system is installed in
accordance with Section 903.3.1.3 or Section P2904 of the International Residential
Code.

Institutional Group 1-3. This occupancy shall include buildings and structures which are
inhabited by more than five persons who are under restraint or security. An 1-3 facility is
occupied by persons who are generally incapable of self-preservation due to security
measures not under the occupants’ control. This group shall include, but not be limited to, the
following:

Correctional centers
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Detention centers
Jails
Prerelease centers
Prisons
Reformatories
Buildings of Group 1-3 shall be classified as one of the occupancy conditions indicated
below:

Condition 1. This occupancy condition shall include buildings in which free movement
is allowed from sleeping areas and other spaces where access or occupancy is permitted
to the exterior via means ofegress without restraint. A Condition 1 facility is permitted to
be constructed as Group R.

Condition 2. This occupancy condition shall include buildings in which free movement
is allowed from sleeping areas and any other occupied smoke compartment to one or
more other smoke compartments. Egress to the exterior is impeded by locked exits.

Condition 3. This occupancy condition shall include buildings in which free movement
is allowed within individual smoke compartments, such as within a residential unit
comprised of individual sleeping units and group activity spaces, where egress is
impeded by remote-controlled release of means of egress from such smoke compartment
to another smoke compartment.

Condition 4. This occupancy condition shall include buildings in which free movement
is restricted from an occupied space. Remote-controlled release is provided to permit
movement from sleeping units, activity spaces and other occupied areas within the smoke
compartment to other smoke compartments.

Condition 5. This occupancy condition shall include buildings in which free movement
is restricted from an occupied space. Staff-controlled manual release is provided to
permit movement from sleeping units, activity spaces and other occupied areas within the
smoke compartment to other smoke compartments.

Institutional Group 1-4, day care facilities. This group shall include buildings and
structures occupied by more than five persons of any age who receive custodial care for less
than 24 hours by persons other than parents or guardians, relatives by blood, marriage, or
adoption, and in a place other than the home of the person cared for. This group shall include,
but not be limited to, the following:

Adult day care
Child day care

Classification as Group E. A child day care facility that provides care for more than five but
no more than 100 children 21/2 years or less of age, where the rooms in which the children
are cared for are located on a level of exit discharge serving such rooms and each of these
child care rooms has an exit door directly to the exterior, shall be classified as Group E.
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Within a place of religious worship. Rooms and spaces within places of religious
worship providing such care during religious functions shall be classified as part of the
primary occupancy.

Five or fewer occupants receiving care. A facility having five or fewer persons
receiving custodial care shall be classified as part of the primary occupancy.

Five or fewer occupants receiving care in a dwelling unit. A facility such as the above
within a dwelling unit and having five or fewer persons receiving custodial care shall be
classified as a Group R-3 occupancy or shall comply with the International Residential
Code.

FBI Mercantile Group M. Mercantile Group M occupancy includes, among others,
buildings and structures or a portion thereof, for the display and sale of merchandise, and
involves stocks of goods, wares or merchandise incidental to such purposes and accessible to
the public. Mercantile occupancies shall include, but not be limited to, the following;

Department stores
Drug stores
Markets
Motor fuel-dispensing facilities
Retail or wholesale stores
Sales rooms

FBI Residential Group R. Residential Group R includes, among others, the use of a building
or structure, or a portion thereof, for sleeping purposes when not classified as an Institutional
Group I or when not regulated by the International Residential Code in accordance with
Section 101.2 of the International Building Code.

Residential Group R-l. Residential occupancies containing sleeping units where the
occupants are primarily transient in nature, including:

Boarding houses (transient) with more than 10 occupants
Congregate living facilities (transient) with more than 10 occupants
Hotels (transient)
Motels (transient)

Residential Group R-2. Residential occupancies containing sleeping units or more than two
dwelling units where the occupants are primarily permanent in nature, including:

Apartment houses
Boarding houses (nontransient) with more than 16 occupants
Coongregate living facilities (nontransient) with more than 16 occupants
Convents
Dormitories
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Fraternities and sororities
Hotels (nontransient)
Live/work units
Monasteries
Motels (nontransient)
Vacation timeshare properties

Residential Group R-3. Residential occupancies where the occupants are primarily
permanent in nature and not classified as Group R-1, R-2, R-4 or I, including:

Boarding houses (nontransient) with 16 or fewer occupants
Boarding houses (transient) with 10 or fewer occupants
Buildings that do not contain more than two dwelling units
Care facilities that provide accommodations for five or fewer persons receiving care
Congregate living facilities (nontransient) with 16 or fewer occupants
Congregate living facilities (transient) with 10 or fewer occupants

Care facilities within a dwelling. Care facilities for five or fewer persons receiving care
that are within a single-family dwelling are permitted to comply with the International
Residential Code provided an automatic sprinkler system is installed in accordance with
Section 903.3.1.3 or Section P2904 of the International Residential Code.

Residential Group R-4. This occupancy shall include buildings, structures or portions
thereof for more than five but not more than 16 persons, excluding staff, who reside on a 24-
hour basis in a supervised residential environment and receive custodial care. The persons
receiving care are capable of self preservation. This group shall include, but not be limited to,
the following:

Alcohol and drug centers
Assisted living facilities
Congregate care facilities
Convalescent facilities
Group homes
Halfway houses
Residential board and custodial care facilities
Social rehabilitation facilities

Group R-4 occupancies shall meet the requirements for construction as defined for Group
R-3, except as otherwise provided for in the International Building Code.

[B] Storage Group S. Storage Group S occupancy includes, among others, the use of a
building or structure, or a portion thereof, for storage that is not classified as a hazardous
occupancy.

Moderate-hazard storage, Group S-1. Buildings occupied for storage uses that are not
classified as Group S-2, including, but not limited to, storage of the following:
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Aerosols, Levels 2 and 3
Aircraft repair hangar (storage and repair)
Bags; cloth, burlap and paper
Bamboos and rattan
Baskets
Belting; canvas and leather
Books and paper in rolls or packs
Boots and shoes
Buttons, including cloth covered, pearl or bone
Cardboard and cardboard boxes
Clothing, woolen wearing apparel
Cordage
Dry boat storage (indoor)
Furniture
Furs
Glues, mucilage, pastes and size
Grains
Horns and combs, other than celluloid
Leather
Linoleum
Lumber
Motor vehicle repair garages complying with the maximum allowable quantities of
hazardous materials listed in Table 5003.1.1(1) (see Section 406.8 of the International
Building Code)
Photo engravings
Resilient flooring
Silks
Soaps
Sugar
Tires, bulk storage of
Tobacco, cigars, cigarettes and snuff
Upholstery and mattresses
Wax candles

Low-hazard storage, Group S-2. Includes, among others, buildings used for the storage of
noncombustible materials such as products on wood pallets or in paper cartons with or
without single thickness divisions; or in paper wrappings. Such products may have a
negligible amount of plastic trim such as knobs, handles, or film wrapping. Storage uses shall
include, but not be limited to, storage of the following:

Asbestos
Beverages up to and including 16-percent alcohol in metal, glass or ceramic containers
Cement in bags
Chalk and crayons
Dairy products in nonwaxed coated paper containers
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Dry cell batteries
Electrical coils
Electrical motors
Empty cans
Food products
Foods in noncombustible containers
Fresh fruits and vegetables in nonplastic trays or containers
Frozen foods
Glass
Glass bottles, empty or filled with noncombustible liquids
Gypsum board
Inert pigments
Ivory
Meats
Metal cabinets
Metal desks with plastic tops and trim
Metal parts
Metals
Mirrors
Oil-filled and other types of distribution transformers
Parking garages, open or enclosed
Porcelain and pottery
Stoves
Talc and soapstones
Washers and dryers

[B] Miscellaneous Group U. Buildings and structures of an accessory character and
miscellaneous structures not classified in any specific occupancy shall be constructed,
equipped and maintained to conform to the requirements of this code commensurate with the
fire and life hazard incidental to their occupancy. Group U shall include, but not be limited
to, the following:

Agricultural buildings
Aircraft hangar, accessory to a one- or two-family residence (see Section 412.5 of the
International Building Code)
Barns
Carports
Fences more than 6 feet (1829 mm) high
Grain silos, accessory to a residential occupancy
Greenhouses
Livestock shelters
Private garages
Retaining walls
Sheds
Stables
Tanks
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Towers

PATH OF EGRESS. Any exit, exit corridor, intervening room, top of stairway, and all areas
open to a stairway or exterior door.

PYROTECHNIC OPERATOR. An individual approved to be responsible for pyrotechnics,
pyrotechnic special effects materials or both.

REGISTRANT. An individual who has been issued a certificate of registration for a commercial
building under Section 115 of this code.

REPAIR GARAGE. A building, structure or portion thereof used for servicing or repairing
motor vehicles. This occupancy shall also include garages involved in minor repair, modification
and servicing of motor vehicles for items such as lube changes, inspections, windshield repair or
replacement, shocks, minor part replacement and other such minor repairs.

[RESPONSIBLE PERSON. A person trained in the safety and fire safety considerations
concerned with hot woric Responsible for reviewing the sites prior to issuing permits as
part of the hot work permit program and following up as the job progresses.]

SAFETY CAP. A paper tube, closed at one end, that is placed over the end of the fuse of an
aerial shell to protect it from accidental ignition.

SELF-SERVICE STORAGE FACILITY. Real property designed and used for the purpose of
renting or leasing individual storage spaces to customers for the purpose of storing and removing
personal property on a self-service basis.

SPECIAL AMUSEMENT BUILDING. A building or portion of a building, that is temporary,
permanent or mobile that contains a device or system that conveys passengers or provides a
walkway along, around or over a course in any direction as a form of amusement arranged so
that the egress path is not readily apparent due to visual or audio distractions or an intentionally
confounded egress path, or is not readily available because of the mode of conveyance through
the building or structure. The term includes a haunted house, a roller coaster-type ride within a
building, a merry-go-round within a building, a submarine ride, and similar amusements where
the occupants are not in the open air.

STANDBY PERSONNEL. Qualified fire service personnel, approved by the fire chief. When
utilized, the number required shall be as directed by the fire chief Charges for utilization shall be
as normally calculated by the jurisdiction.

TEMPORARY STORAGE(Pyrotechnics). The storage of pyrotechnic special effects material
on site for a period of 72 hours or less.

UNTREATED WOOD SHAKES OR WOOD SHINGLES. Wood shakes or wood shingles
that are not fire-retardant shakes and shingles.
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WOOD SHAKES. Tapered or nontapered pieces of durable wood of random widths ranging
from 4 inches (102 mm) to 14 inches (356 mm) and of the following four types:

1. Hand split and resawn: Tapered with one sawed and one split face; semi-split; tapered
with partially sawn and split faces both sides, 15 inches (351 mm), 28 inches (711 mm)
or 24 inches (610 mm) in length.

2. Taper split: Tapered with both split faces, 24 inches (610 mm) in length.

3. Straight spilt: Nontapered with both split faces, either 28 inches (711 mm) or 24 inches
(610mm) in length.

4. Tapersawn: Sawn both sides, edges sawn or split, in lengths 24 inches (610 mm) and
longer.

WOOD SHINGLES. Tapered pieces of durable wood, sawn both sides, of random widths
ranging from 3 inches (76 mm) to 14 inches (356 mm) and in lengths of 16 inches (406 mm), 18
inches (457 mm) or 24 inches (610 mm).

43. Subsection 301.2, “Permits,” of Section 301, “General,” of Chapter 3, “General

Requirements,” of the 2012 International Fire Code is amended to read as follows:

“301.2 Permits. Permits shall be [required as set forth] in accordance with Section 105.6 [for the
activities or uses related by Sections 306, 307, 308 and 315].”

44. Subsection 302.1, “Definitions,” of Section 302, “Definitions,” of Chapter 3,

“General Requirements,” of the 2012 International Fire Code is amended to read as follows:

“SECTION 302
DEFINITIONS

302.1 Definitions. The following terms are defined in Chapter 2:

BONFIRE.

FIRE-RETARDANT WOOD SHAKES AND SHINGLES.

HI-BOY.

HIGH-VOLTAGE TRANSMISSION LINE.

OPEN BURNING.

PORTABLE OUTDOOR FIREPLACE.
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POWERED INDUSTRIAL TRUCK.

RECREATIONAL FIRE.

UNTREATED WOOD SHAKES OR WOOD SHINGLES.

WOOD SHAKES.

WOOD SHINGLES.”

45. Subsection 303.2, “Location,” of Section 303, “Asphalt Kettles,” of Chapter 3,

“General Requirements,” of the 2012 International Fire Code is amended by adding a new

Paragraph 303.2.1, “Permit,” to read as follows:

“303.2.1 Permit. The operator of an asphalt (tar) kettle shall obtain a permit in accordance
with Section 105.6 from the fire code official before using an asphalt (tar) kettle. A separate
permit is required for each location where these activities are being conducted.”

46. Paragraph 304.3.1, “Spontaneous Ignition,” of Subsection 304.3, “Containers,” of

Section 304, “Combustible Waste Material,” of Chapter 3, “General Requirements” of the 2012

International Fire Code is amended to read as follows:

“304.3.1 Spontaneous ignition. Materials susceptible to spontaneous ignition, such as [oily]
rags containing flammable or combustible liquids and similar materials, shall be stored in a
listed disposal container. Contents of such containers shall be removed and disposed of
daily.”

47. Section 304, “Combustible Waste Material,” of Chapter 3, “General

Requirements,” of the 2012 International Fire Code is amended by adding a new Subsection

304.4, “Commercial Rubbish-Handling Operations,” to read as follows:

“304.4 Commercial rubbish-handling operations. Occupancies exclusively performing
commercial rubbish handling or recycling shall maintain rubbish or product to be processed or
recycled as follows:

1. In approved vaults;

2. In covered metal or metal-lined receptacles or bins; or

3. Completely baled and stacked in an orderly manner in an approved location.”
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48. Subsection 306.1, “Motion Picture Projection Rooms,” of Section 306, “Motion

Picture Projection Rooms and Film,” of Chapter 3, “General Requirements,” of the 2012

International Fire Code is amended by adding a new Paragraph 306.1.1, “Fire Extinguishers,” to

read as follows:

“306.1.1 Fire extinguishers. Two approved fire extinguishers with a minimum 10-B:C
rating shall be installed and maintained ready for use in projection rooms.”

49. Subsection 306.1, “Motion Picture Projection Rooms,” of Section 306, “Motion

Picture Projection Rooms and Film,” of Chapter 3, “General Requiremenets,” of the 2012

International Fire Code is amended by adding a new Paragraph 306.1.2, “Smoking,” to read as

follows:

“306.1.2 Smoking. Smoking and other sources of ignition are prohibited within projection
rooms in which cellulose nitrate film is allowed. Conspicuous NO SMOKING signs shall be
posted in the room.”

50. Subsection 307.1.1, “Prohibited Open Burning,” of Section 307, “Opening

Burning, Recreational Fires and Portable Outdoor Fireplaces,” of Chapter 3, “General

Requirements,” of the 2012 International Fire Code is amended to read as follows:

“307.1.1 Prohibited open burning. Open burning shall be prohibited when atmospheric
conditions or local circumstances make such fires hazardous. Open burning that is offensive
or objectionable because of smoke emissions shall be prohibited.

Exception: Prescribed burning for the purpose of reducing the impact of wildiand fire
when authorized by thefire code official.”

51. Subsection 307.2, “Permit Required,” of Section 307, “Opening Burning,

Recreational Fires and Portable Outdoor Fireplaces,” of Chapter 3, “General Requirements,” of

the 2012 International Fire Code is amended to read as follows:

“307.2 Permit required. A permit shall be obtained from the fire code official in accordance
with Section 105.6 prior to kindling a fire for recognized silvicultural or range or wildlife
management practices, prevention or control of disease or pests, open burning, air curtain
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incinerator operations, pit burning, trench burning or a bonfire. Application for such approval
shall only be presented by and permits issued to the owner of the land upon which the fire is to
be kindled.

Examples of state or local law or regulation referenced elsewhere in this section may include,
but not be limited to, the following:

1. Texas Commission on Environmental Quality guidelines and restrictions.

2. State, county or local temporary or permanent bans on open burning.

3. Local written policies as established by the fire code official.

307.2.1 Authorization. Where required by state or local law or regulations, open burning
shall only be permitted with prior approval from the Texas Commission on Environmental
Ouality [state or local air and water quality management authority], provided that all
conditions specified in the authorization are followed

307.2.2 Time and atmospheric restrictions. Open burning shall only be performed when
time and atmospheric conditions comply with the limits set forth in the open burning permit.
Air curtain incinerator, pit burning and trench burning operations are limited to hours
specified by the Texas Commission on Environmental Quality.”

52. Subsection 307.3, “Extinguishment Authority,” of Section 307, “Opening

Burning, Recreational Fires and Portable Outdoor Fireplaces,” of Chapter 3, “General

Requirements,” of the 2012 International Fire Code is amended to read as follows:

“307.3 Extinguishment authority. [When open burning creates or adds to a hazardous situation,
or a required permit for open burning has not been obtained, thefirc code official is authorized
to order the extinguishment of the open burning operation.] The lire code offIcial is authorized
to order the extinguishment by the permit holder, another person responsible or the fire
department of open burning that creates or adds to a hazardous or objectionable situation.”

53. Subsection 307.4, “Location,” of Section 307, “Opening Burning, Recreational

Fires and Portable Outdoor Fireplaces,” of Chapter 3, “General Requirements,” of the 2012

International Fire Code is amended to read as follows:

“307.4 Location. The location for open burning shall not be less than [50] feet (91 440 [-1-5
240] mm) from any structure, and provisions shall be made to prevent the fire from spreading to
within [50] feet (91 440 [15 240] mm) of any structure.

Exceptions:
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1. Fires in approved containers that are not less than 15 feet (4572 mm) from a structure.

2. The minimum required distance from a structure shall be 25 feet (7620 mm) where
the pile size is 3 feet (914 mm) or less in diameter and 2 feet (610 mm) or less in
height.”

54. Paragraph 307.4.3, Portable Outdoor Fireplaces,” of subsection “Location,” of

Section 307.4, of Section 307, “Opening Burning, Recreational Fires and Portable Outdoor

Fireplaces,” of Chapter 3, “General Requirements,” of the 2012 International Fire Code is

amended to read as follows:

“307.4.3 Portable outdoor fireplaces. Portable outdoor fireplaces shall be used in
accordance with the manufacturer’s instructions and shall not be operated within 15 feet
(3048 mm) of a structure or combustible material.

Exceptions:

1. Portable outdoor fireplaces used at one and two-family dwellings.

2. Where buildings, balconies and decks are protected by an approved automatic
sprinkler system.”

55. Subsection 307.4, “Location,” of Section 307, “Opening Burning, Recreational

Fires and Portable Outdoor Fireplaces,” of Chapter 3, “General Requirements,” of the 2012

International Fire Code is amended by adding a new Paragraph 307.4.4, “Trench Burns and

Other Air Current Burns,” to read as follows:

“307.4.4 Trench burns and other air current burns. Trench burns shall be conducted in air
curtain trenches and in accordance with Section 307.2. Operation of air curtain incinerators
and pit burners shall be in accordance with Section 307.2 and Section 603.”

56. Subsection 307.5, “Attendance,” of Section 307, “Open Burning and Recreational

Fires,” of Chapter 3, “General Requirements,” of the 2012 International Fire Code is amended to

read as follows:

“307.5 Attendance. Open burning, air curtain incinerators, pit burns, trench burns, bonfires or
recreationalfires shall be constantly attended, and an attendant shall remain on site a minimum
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of 30 minutes after [ti4J the fire is extinguished. A minimum of one portable fire extinguisher
complying with Section 906 with a minimum 4-A rating or other approved on-site fire-
extinguishing equipment, such as dirt, sand, water barrel, garden hose or water truck, shall be
available for immediate utilization.”

57. Subsection 308.1, “General,” of Section 308, “Open Flames,” of Chapter 3,

“General Requirements,” of the 2012 International Fire Code is amended to read as follows:

“308.1 General. Open flame, fire and burning on all premises shall be in accordance with
Sections 308.1.1 through 308.4.1 and with other applicable sections of this code. Flame effects
before an audience shall comply with NFPA 160 and this code.”

58. Paragraph 308.1.1, “Where Prohibited,” of Section 308.1, “General,” of Section

308, “Open Flames,” of Chapter 3, “General Requirements,” of the 2012 International Fire Code

is amended to read as follows:

“308.1.1 Where prohibited. A person shall not take or utilize an open flame or light in a
structure, vessel, boat or other place where highly flammable, combustible or explosive
material is utilized or stored. Lighting appliances shall be well-secured in a glass globe and
wire mesh cage or a similar approved device. Unmanned free-floating devices containing
an open flame or other heat source, such as but not limited to sky lanterns shall be
prohibited.”

59. Paragraph 308.1.4, “Open-Flame Cooking Devices,” of Subsection 308.1,

“General,” of Section 308, “Open Flames,” of Chapter 3, “General Requirements,” of the 2012

International Fire Code is amended to read as follows:

“308.1.4 Open-flame cooking and heating devices. Charcoal burners and other open-flame
cooking and heating devices including outdoor fireplaces, charcoal grills, and other similar
devices used for cooking or heating shall not be operated on combustible balconies, decks,
or within 10 feet (3048 mm) of combustible construction.

Exceptions:

1. One-and two-family dwellings.

2. Where buildings, balconies and decks are protected by an approved automatic
sprinkler system. LP-gas containers are limited to one container with a water
capacity of not greater than 50 pounds (22.68 kg) [nominal 20 pounds (9.08 kg)
LP-gas capacity.
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3. LP-gas cooking or heating devices having LP-gas container with a water capacity
not greater than 2 1/2 pounds [nominal 1 pound (0.454 kg) LP-gas capacity].”

60. Paragraph 308.3.1, “Open-Flame Decorative Devices,” of Subsection 308.3,

“Group A Occupancies,” of Section 308, “Open Flames,” of Chapter 3, “General Requirements,”

of the 2012 International Fire Code is retitled as Paragraph 308.3.1, “Candles and Other Open-

Flame Decorative Devices.”

61. Paragraph 308.3.2, “Theatrical Performances,” of Subsection 308.3, “Open

Flames,” of Section 308, “Open Flames,” of Chapter 3, “General Requirements,” of the 2012

International Fire Code is amended to read as follows:

“308.3.2 Theatrical performances. Where approved, open-flame devices used in
conjunction with theatrical performances are allowed to be used when adequate safety
precautions have been taken in accordance with NFPA 160. Open-flame devices shall be
approved by the fire chief. The fire chief may require standby personnel.”

62. Section 311, “Vacant Premises,” of Chapter 3, “General Requirements,” of the

2012 International Fire Code is retitled as Section 311, “Vacant and Partially Burned Premises.”

63. Subsection 311.1, “General,” of Section 311, “Vacant and Partially Burned

Premises,” of Chapter 3, “General Requirements,” of the 2012 International Fire Code is

amended to read as follows:

“311.1 General. [Temporarily unoccupied] B[h]uildings, structures, premises or portions
thereof, including tenant spaces, that are temporarily unoccupied, in the process of being
vacated, or partially burned, shall be safeguarded and maintained in accordance with Sections
311.1.1 through 311.5.5.”

64. Paragraph 311.2.1, “Security,” of Subsection 311.2, “Safeguarding Vacant

Premises,” of Section 311, “Vacant and Partially Burned Premises,” of Chapter 3, “General

Requirements,” of the 2012 International Fire Code is amended to read as follows:

“311.2.1 Security. Exterior openings and interior openings accessible to other tenants or
unauthorized persons shall be maintained securely boarded, locked, [blocked] or [o-therwise
protected] barricaded to prevent entry by unauthorized individuals in accordance with

Chapter 16 Amendment Page 55 of 226



29437 141457
Section L102, ‘Specifications for Securing Unsecured Vacant Structures,’ of Appendix L.
The fire code official is authorized to placard, post signs, erect barrier tape or take similar
measures as necessary to secure public safety.”

65. Paragraph 311.2.2, “Fire Protection,” of Subsection 311.2, “Safeguarding Vacant

Premises,” of Section 311, “Vacant and Partially Burned Premises,” of Chapter 3, “General

Requirements,” of the 2012 International Fire Code is amended to read as follows:

“311.2.2 Fire protection. Fire alarm, sprinkler and standpipe systems shall be maintained in
an operable condition at all times.

Exceptions:

1. When the premises have been cleared of all combustible materials and debris and,
in the opinion of the fire code official, the type of construction, fire separation
distance and security of the premises do not create a fire hazard. This exception
does not apply to a building that must be registered under Chapter 48B, “Vacant
Buildings,” of the Dallas City Code.

2. Where approved by the fire chief, buildings that will not be heated and where fire
protection systems will be exposed to freezing temperatures, fire alarm and
sprinkler systems are permitted to be placed out of service and standpipes are
permitted to be maintained as dry systems (without an automatic water supply),
provided the building has no contents or storage, and windows, doors and other
openings are secured to prohibit entry by unauthorized persons. This exception
does not apply to a building that must be registered under Chapter 48B, “Vacant
Buildings,” of the Dallas City Code.”

66. Subsection 311.2, “Safeguarding Vacant Premises,” of Section 311, “Vacant and

Partially Burned Premises,” of Chapter 3, “General Requirements,” of the 2012 International

Fire Code is amended by adding a new Subsection 311.2.4, “Forty-eight Hour Notice,” to read as

follows:

“311.2.4 Forty-eight hour notice. The fire code official shall immediately notify the
operator of an unsecured building to secure the building, and, if the building is not secured
within 48 hours after the operator is notified, thefire code official may cause the building to
be secured at the expense of the operator.”

67. Subsection 311.2, “Safeguarding Vacant Premises,” of Section 311, “Vacant and

Partially Burned Premises,” of Chapter 3, “General Requirements,” of the 2012 International
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Fire Code is amended by adding a new Subsection 311.2.5, “Ninety-day Notice to Repair

Partially Burned Building,” to read as follows:

“311.2.5 Ninety-day notice to repair partially burned building. Persons owning or in
charge of a vacant structure that has been partially burned, shall repair the structure to
Dallas City Code standards or remove the structure from the premises within 90 days of
notice by thefire code official. If a person is aggrieved by a decision of a member of the fire
department enforcing this code, the person may appeal the decision to municipal court if
they file a written request for a hearing with the municipal court within 30 days after the
date of receiving notice of thefire code official’s decision.”

68. Subsection 311.3, “Removal of Combustibles,” of Section 311, “Vacant and

Partially Burned Premises,” of Chapter 3, “General Requirements,” of the 2012 International

Fire Code is amended to read as follows:

“311.3 Removal of combustibles. Persons owning, or in charge or control of, a vacant building
or portion thereof, shall remove therefrom all accumulations of combustible materials,
flammable or combustible waste or rubbish and partially burned materials and shall securely
lock or otherwise secure doors, windows and other openings to prevent entry by unauthorized
persons. The premises shall be maintained clear of waste or hazardous materials.

Exception[sj:

[4-] Buildings or portions of buildings undergoing additions, alterations, repairs, or
change of occupancy in accordance with the Dallas [International] Building Code,
where waste is controlled and removed as required by Section 304.

[2. Seasonally occupied buildings.]”

69. Subsection 311.5, “Placards,” of Section 311, “Vacant and Partially Burned

Premises,” of Chapter 3, “General Requirements,” of the 2012 International Fire Code is

amended to read as follows:

“311.5 Placards. [Any] The fire code official is authorized to require the marking of [A]any
vacant or abandoned buildings or structures determined to be unsafe pursuant to Section 110 of
this code relating to structural or interior hazards [shall be marked] as required by Sections
311.5.1 through 311.5.5. The fIre code official shall immediately notify the operator of the
unsafe building to apply approved placards to the building, and, if placards are not applied
within 48 hours after the operator is notified, the fire code official may cause placards to be
applied to the building at the expense of the operator.”
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70. Subsection 314.2, “Fixtures and Displays,” of Section 314, “Indoor Displays,” of

Chapter 3, “General Requirements,” of the 2012 International Fire Code is amended to read as

follows:

“314.2 Fixtures and displays. Fixtures and displays of goods for sale to the public shall be
arranged so as to maintain free, immediate and unobstructed access to exits as required by
Chapter 10, and to fIre protection system devices and equipment as required in Chapter 9.
Visibility of fire protection system devices and unobstructed access to fire protection equipment
shall be maintained throughout all display areas.”

71. Subsection 314.4, “Vehicles,” of Section 314, “Indoor Displays,” of Chapter 3,

“General Requirements,” of the 2012 International Fire Code is amended to read as follows:

“314.4 Vehicles. Liquid- or gas-fueled vehicles, boats or other motorcrafi shall not be located
indoors except as follows:

1. Batteries are disconnected.

2. Fuel in fuel tanks does not exceed one-quarter tank or 5 gallons (19 L) (whichever is
least). Fuel tank levels shall be inspected and approved by the fire code official prior to
locating the vehicles or equipment indoors.

3. Fuel tanks and fill openings are closed and sealed to prevent tampering.

4. Vehicles, boats or other motorcraft equipment are not fueled or defueled within the
building.

5. Fuel systems are inspected for leaks.

6. The location of vehicles or equipment does not block or obstruct means of egress.

7. Fuel for the vehicle or equipment is stored in approved containers in an approved
location outside of the building.

8. Fuel spills are cleaned up immediately.

9. Refueling is performed outside of the building at an approved site.

10. Keys to all vehicles, boats or other motorcraft are maintained at the display site and
available for use by the/Ire code official.”
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72. Chapter 3, “General Requirements,” of the 2012 International Fire Code is

amended by adding a new Section 319, “Parade Floats,” to read as follows:

“SECTION 319
PARADE FLOATS

319.1 Decorative material. Decorative material on parade floats shall be noncombustible or
flame retardant.

319.2 Fire protection. Motorized parade floats and towing apparatus shall be provided with a
minimum 2-A: 10-B:C rated portable fire extinguisher readily accessible to the operator.”

73. Chapter 3, “General Requirements,” of the 2012 International Fire Code is

amended by adding a new Section 320, “Untreated Wood Shakes and Wood Shingles,” to read as

follows:

“SECTION 320
UNTREATED WOOD SHAKES AND WOOD SHINGLES

320.1 Signs. A person commits an offense if he knowingly sells or offers for sale untreated wood
shakes or wood shingles from any premises in the city without having signs conspicuously
posted on the premises in accordance with the following requirements:

1. Each sign shall be posted in the form, number, manner and location approved by the fire
code official such that at least one sign is conspicuous to every person buying or
attempting to buy untreated wood shakes or wood shingles. At least one sign shall be
posted near each entrance on the premises, and at least one sign shall be posted at each
separate display of untreated wood shakes or wood shingles.

2. Each sign shall be constructed of a durable material with an area of not less than 200
square inches (13 m2) and contain clearly legible red letters, at least 3/4 inch (19 mm) in
height with at least ‘/8-inch (3.2 mm) stroke, on a white background.

3. Each sign shall contain the following or similar language approved by the fire code
official:

NOTICE

Use of untreated wood shakes or shingles as roof covering materials in the City of Dallas is a
criminal offense punishable by fines up to $2,000 under Chapter 15 of the Dallas Building Code.
Records of all purchases of untreated wood shakes and shingles are required by Section 318 of
the Dallas Fire Code.
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320.2 Labels. A person commits an offense if he knowingly sells or offers for sale untreated
wood shakes or wood shingles in the city without having each bundle of shakes or shingles
conspicuously labeled in accordance with the following requirements:

1. The form, manner and location of each label shall be approved by thefire code official.

2. Each label shall have an area of not less than 20 square inches (.013 m2) and contain
clearly legible black letters on a red background.

3. Each label shall contain the following statement or similar language approved by the fire
code official:

UNTREATED WOOD SHAKES OR SHINGLES
Use as roof covering material in the City of Dallas is a criminal

offense punishable by fines up to $2,000 under Chapter 15
of the Dallas Building Code.

320.3 Purchase record required. A person commits an offense if he knowingly sells untreated
wood shakes or wood shingles in the city to any person who does not complete a record of
purchase, on a form approved by thefire code official, which includes the following information:

1. The name, address and telephone number of the purchaser.

2. The distinctive number from the purchaser’s driver license, military identification card,
passport or personal identification certificate.

3. The date of purchase of the wood shakes or wood shingles.

4. The quantity of wood shakes or wood shingles purchased.

5. The intended use of the wood shakes or wood shingles and each location where the wood
shakes or wood shingles will be used.

6. A statement that the purchaser has been informed that the use of untreated wood shakes
and wood shingles as roof covering material in the City of Dallas is a criminal offense
under Chapter 15 of the Dallas Building Code, and any violator, upon conviction, may be
punished by a fine of up to $2,000.

7. The signature of the purchaser.

8. The name of the individual obtaining the record of the purchase transaction.

320.4 Maintenance and inspection records. A person who sells or offers for sale untreated
wood shakes or wood shingles shall maintain on file the purchase records required under Section
318 for not less than one year after the date of each purchase of untreated wood shakes or wood
shingles. The purchase records shall be made available for inspection by the fire code official,
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the building official or any peace officer, upon request, at the seller’s place of business during
the seller’s usual and customary business hours.”

74. Subsection 401.1, “Scope,” of Section 401, “General,” of Chapter 4, “Emergency

Planning and Preparedness,” of the 2012 International Fire Code is amended to read as follows:

“401.1 Scope. Reporting of fires and emergencies, coordination with emergency response forces,
emergency plans, and procedures for managing or responding to emergencies shall comply with
the provisions of this section.

[Exception: Firms that have approved on premises fire fighting organizations and that are in
compliance with approved procedures for fire reporting.]”

75. Subsection 401.5, “Making False Report,” of Section 401, “General,” of Chapter

4, “Emergency Planning and Preparedness,” of the 2012 International Fire Code is amended to

read as follows:

“401.5 [Making] [f]alse alarms [rcport]. [A person] False alarms shall not be given, signaled,
or transmitted or caused or permitted to be given, signaled or transmitted in any manner [a false
alarm].”

76. Section 403, “Public Assemblages and Events,” of Chapter 4, “Emergency

Planning and Preparedness,” of the 2012 International Fire Code is retitled as Section 403,

“Public Assemblages, Other Occupied Buildings and Events.”

77. Subsection 403.1, “Fire Watch Personnel,” of Section 403, “Public Assemblages,

Other Occupied Buildings and Events,” of Chapter 4, “Emergency Planning and Preparedness,”

of the 2012 International Fire Code is amended to read as follows:

“403.1 Standby [Fire watch] personnel. When, in the opinion of the fire code official, it is
essential for public safety in a place of assembly or any other occupied building [place where
people congregate], because of the number of persons, failure of life safety systems or the
nature of the performance, exhibition, display, contest or activity, the owner, agent or lessee
shall employ standby [provide one or more fire watch] personnel[5]as defined in Section 202
[required and approved,] to remain on duty during the times such places are occupied [open to
the public, or when such activity is being conducted].

403.1.1 Duties. Standby [Fire watch] personnel shall keep diligent watch for fires,
obstructions to means of egress and other hazards during the time such place is occupied
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[open to the public or such activity is being conducted] and take prompt measures for
remediation of hazards, extinguishment of fires that occur and assist in the evacuation of the
public from the structures.”

78. Subsection 403.3, “Crowd Managers,” of Section 403, “Public Assemblages,

Other Occupied Buildings and Events,” of Chapter 4, “Emergency Planning and Preparedness,”

of the 2012 International Fire Code is amended to read as follows:

“403.3 Crowd managers. Trained crowd managers shall be provided and on-site for facilities or
events where more than 1,000 persons congregate. The minimum number of crowd managers
shall be established at a ratio of one crowd manager to every 250 persons. Where approved by
the fire code official, the ratio of crowd managers shall be permitted to be reduced by up to 50
percent where the facility is equipped throughout with an approved automatic sprinkler system
or based upon the nature of the event and the fire protection provided.

403.3.1 Trainin2. Training for crowd managers shall be approved and shall be based upon a
valid job task analysis.

403.3.2 Duties. The duties of crowd managers shall include:

a. An inspection of the area of responsibility to identify and address any egress barriers;

b. An inspection of the area of responsibility to identify and mitigate any fire hazards;

c. Ensure compliance with all permit conditions, including those governing pyrotechnics
and other special effects;

d. To direct and assist the event attendees in evacuation during an emergency;

e. Assist emergency response personnel if requested;

f. Other duties outlined by the Fire code official; and

g. Other duties outlined in the Emergency Plan.”

79. Subsection 404.2, “Where Required,” of Section 404, “Fire Safety and Evacuation

Plans,” of Chapter 4, “Emergency Planning and Preparedness,” of the 2012 International Fire

Code is amended to read as follows:

“404.2 Where required. An approved fire safety and evacuation plan shall be prepared and
maintained for the following occupancies and buildings.
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1. Group A, other than Group A occupancies used exclusively for purposes of religious

worship that have an occupant load less than 2,000.

2. Group B buildings having an occupant load of 500 or more persons or more than 100
persons above or below the lowest level ofexit discharge.

3. Group E. The operator of a premises housing an educational institution shall prepare an
emergency evacuation plan for review and approval by the fire code official, post the
evacuation plan in a conspicuous location in each classroom, and instruct all supervisory
personnel and all students in the evacuation procedures.

4. Group F buildings having an occupant load of 500 or more persons or more than 100
persons above or below the lowest level ofexit discharge.

5. Group H.

6. GroupL

7. GroupR-1.

8. Group R-2 college and university buildings.

9. Group R-4.

10. High-rise buildings. Fire safety and evacuation plans for high-rise buildings shall be in
accordance with Section L103 of Appendix L.

11. Group M buildings having an occupant load of 500 or more persons or more than 100
persons above or below the lowest level ofexit discharge.

12. Covered malls exceeding 50,000 square feet (4645 m2) in aggregate floor area.

13. Open mall buildings exceeding 50,000 square feet 4645 m2) in aggregate floor area
within perimeter line.

14. Underground buildings.

15. Buildings with an atrium and having an occupancy in Group A, E or M.”

80. Paragraph 404.3.2, “Fire Safety Plans,” of Subsection 404.3, “Contents,” of

Section 404, “Fire Safety and Evacuation Plans,” of Chapter 4, “Emergency Planning and

Preparedness,” of the 2012 International Fire Code is amended to read as follows:

“404.3.2 Fire safety plans. Fire safety plans shall include the following:
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1. The procedure for reporting a fire or other emergency.

2. The life safety strategy and procedures for notifying, relocating, or evacuating
occupants, including occupants who need assistance.

3. Site plans indicating the following:

3.1. The occupancy assembly point.

3.2. The locations of fire hydrants.

3.3. The normal routes of fire department vehicle access.

4. Floor plans identifying the locations of the following:

4.1. Exits.

4.2. Primary evacuation routes.

4.3. Secondary evacuation routes.

4.4. Accessible egress routes.

4.5. Areas of refuge.

4.6. Exterior areas for assisted rescue.

4.7. Manual fire alarm boxes.

4.8. Portable fire extinguishers.

4.9. Fire extinguishing system controls [Occupant use hose stations].

4.10. Fire alarm annunciators and controls.

5. A list of major fire hazards associated with the normal use and occupancy of the
premises, including maintenance and housekeeping procedures.

6. Identification and assignment of personnel responsible for maintenance of systems
and equipment installed to prevent or control fires.

7. Identification and assignment of personnel responsible for maintenance,
housekeeping and controlling fuel hazard sources.”
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81. Table 405.2, “Fire and Evacuation Drill Frequency and Participation,” of

Subsection 405.2, “Frequency,” of Section 405, “Emergency Evacuation Drills,” of Chapter 4,

“Emergency Planning and Preparedness,” of the 2012 International Fire Code is amended to read

as follows:

“TABLE 405.2
FIRE AND EVACUATION DRILL

FREQUENCY AND PARTICIPATION

GROUP OR FREQUENCY PARTICIPATION
OCCUPANCY
Group A Quarterly Employees
Group BC Annually Employees
Group E Monthly’ All occupants
Group F Quarterly [Annually] Employees
Group I Quarterly on each shift Employeesb

Group R-1 Quarterly on each shift Employees
Group R-2’1 Four annually All occupants
Group R-4 Quarterly on each shift Employeesb

High-rise buildings Quarterly [Annually] All occupants [Employees]

a. The frequency shall be allowed to be modified in accordance with Section 408.3.2.

b. Fire and evacuation drills in residential care assisted living facilities shall include complete evacuation of the
promises in accordance with Section 408.10.5. Where occupants receive habilitation or rehabilitation training,
fire prevention and fire safety practices shall be included as part of the training program.

c. Group B buildings having an occupant load of 500 or more persons or more than 100 persons above or below the
lowest level of exit discharge.

d. Applicable to Group R-2 college and university buildings in accordance with Section 408.3.”

82. Subsection 405.2, “Frequency,” of Section 405, “Emergency Evacuation Drills,”

of Chapter 4, “Emergency Planning and Preparedness,” of the 2012 International Fire Code is

amended by adding a new Paragraph 405.2.1, “Drills Required by the Fire Chief,” to read as

follows:

“405.2.1 Drills required by the fire chief. The fire code official may require a fire drill at
any time.”

83. Subsection 408.1, “General,” of Section 408, “Use and Occupancy-Related
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Requirements,” of Chapter 4, “Emergency Planning and Preparedness,” of the 2012 International

Fire Code is amended by adding a new Paragraph 408.1.1, “Warning Signs,” to read as follows:

“408.1.1 Warning signs. The operator of premises housing a hotel, motel, boarding house,
lodging house, tenement house, convalescent home, hospital, child care facility or similar
place of abode shall provide, post and maintain warning signs in each dwelling unit which
bear the prohibition of Section 408 of this division in its entirety and which states as
follows: ANY PERSON WHO CAUSES THE ACCIDENTAL BURNING OF ANY PART
OF THIS BUILDING OR ITS CONTENTS IS SUBJECT TO A FINE OF $2,000. CITY
OF DALLAS FIRE CODE.”

84. Paragraph 408.8.1, “Evacuation Diagrams,” of Subsection 408.8, “Group R-1

Occupancies,” of Section 408, “Use and Occupancy-Related Requirements,” of Chapter 4,

“Emergency Planning and Preparedness,” of the 2012 International Fire Code is amended to read

as follows:

“408.8.1 Evacuation diagrams. A diagram depicting two evacuation routes shall be posted
on or immediately adjacent to every required egress door from each hotel or motel sleeping
unit and shall include the following:

1. A description of the fire alarm system and an explanation of its operation (including
the meaning of signals).

2. A map showing all emergency exit locations and how they are designated.

3. Information on how to report a fire or other emergency to the Dallas Fire-Rescue
Department and/or building management.

4. A warning not to use elevators in case of fire.

5. General instructions as to self-protective measures a person should take if trapped in a
room by fire or smoke.”

85. Paragraph 408.11.3, “Maintenance,” of Subsection 408.11, “Covered and Open

Mall Buildings,” of Section 408, “Use and Occupancy-Related Requirements,” of Chapter 4,

“Emergency Planning and Preparedness,” of the 2012 International Fire Code is amended to read

as follows:

“408.11.3 Maintenance. Unoccupied tenant spaces shall be:
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1. Kept free from the storage of any combustible or hazardous materials.

2. Separated from the remainder of the building by partitions of at least 0.5-inch-thick
(12.7 mm) gypsum board or an approved equivalent to the underside of the ceiling of
the adjoining tenant spaces.

3. Without doors or other access openings other than one door that shall be kept key
locked in the closed position except during that time when opened for inspection.

4. Kept free from combustible waste and be broom-swept clean.”

86. Subsection 501.3, “Construction Documents,” of Section 501, “General,” of

Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is amended to read as

follows:

“501.3 Construction documents. Construction documents for proposed fire apparatus access,
location offire lanes, [security gates across fire apparatus access and construction documents
and hydraulic calculations for] fire hydrant systems and limited access gates that obstruct fire
apparatus access roads (in accordance with Section L104, ‘Limited Access Gates’ of Appendix
j) shall be submitted to the fire department for review and approval prior to construction.

501.3.1 Plan review fees. Plans for fire apparatus access roads (in accordance with Section
503 and Appendix D) shall be accompanied by a nonrefundable $75 review fee. This shall
apply to new and existing construction.

Exception: No plan review fee shall be charged when the plans are directly related to
construction conducted on a building or premises pursuant to a valid building permit
issued by the building official.

Plans for limited access gates which obstruct fire apparatus access roads (in accordance with
Section L104, ‘Limited Access Gates’ of Appendix L) shall be accompanied by a
nonrefundable $75 review fee. This plan review fee shall apply to new and existing
construction.”

87. Section 503, “Fire Apparatus Access Roads,” of Chapter 5, “Fire Service

Features,” of the 2012 International Fire Code is amended to read as follows:

“SECTION 503
FIRE APPARATUS ACCESS ROADS

503.1 Where required. Fire apparatus access roads shall be provided and maintained in
accordance with Sections 503.1.1 through 503.1 .4[3].
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503.1.1 Buildings and facilities. Approved fire apparatus access roads shall be provided for
• every facility, building or portion of a building hereafter constructed or moved into or within
the jurisdiction. The fire apparatus access road shall comply with the requirements of this
section and shall extend to within 150 feet (45 720 mm) of all portions of the facility and all
portions of the exterior walls of the first story of the building as measured by an approved
route around the exterior of the building or facility. Group R-3 and Group U occupancies
shall have a fire apparatus access road within 200 feet (60 960 mm) of any portion of the
exterior wall of the first story of the building as measured by an approved route. Fire
apparatus access roads shall be required within 50 feet (15 240 mm) of any fire department
connections. Provisions of this section may be modified by the fire chief. Refer to Section
912 for additional requirements for access to fire department connections and Section 504.1
for personnel access to buildings.

Exception: The fire code official is authorized to increase the dimension of 150 feet (45
720 mm) where:

1. The building is equipped throughout with an approved automatic sprinkler system
installed in accordance with Section 903.3.1.1, 903.3.1.2 or 903.3.1.3.

2. Fire apparatus access roads cannot be installed because of location on property,
topography, waterways, nonnegotiable grades or other similar conditions, and an
approved alternative means of fire protection is provided.

3. There are not more than two Group R-3 or Group U occupancies.

503.1.2 Additional access. The fire code official is authorized to require more than one fire
apparatus access road based on the potential for impairment of a single road by vehicle
congestion, condition of terrain, climatic conditions or other factors that could limit access.

503.1.3 High-piled storage. Fire department vehicle access to buildings used for high-piled
combustible storage shall comply with the applicable provisions of Chapter 32.

503.1.4 Construction, alteration or demolition. Fire department vehicle access to buildings
under construction, alteration or demolition shall comply with the applicable provisions of
Section 3310.1.

503.2 Specifications. Fire apparatus access roads shall be installed and arranged in accordance
with Sections 503.2.1 through 503 .2.8.

503.2.1 Dimensions. Fire apparatus access roads shall have an unobstructed width of not less
than 20 feet (6096 mm), exclusive of shoulders, except for approved security gates in
accordance with Section 503.6, and an unobstructed vertical clearance of not less than 13 feet
6 inches (4115mm).

Exceptions:
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1. Group R-3 and Group U occupancy fire apparatus access roads that are less than
100 feet (30 480 mm) in length are permitted to have an unobstructed width of not
less than 12 feet (3658 mm) when approved by the fire chief.

2. Individual entry and exit lanes with a minimum width of 12 feet (3658 mm) each,
separated by an island no wider than 20 feet (6096 mm).

503.2.2 Authority. Thefire code official shall have the authority to require an increase in the
minimum access widths and vertical clearances where they are inadequate for fire or rescue
operations.

503.2.3 Surface. Fire apparatus access roads shall be designed and maintained to support the
imposed loads of fire apparatus and shall be of concrete or asphalt [surfaced] so as to provide
all-weather driving capabilities. All other driving surfaces shall receive approval by the fire
chief before installation.

503.2.4 Turning radius. The required turning radius of a fire apparatus access road shall be
determined by thefire code official.

503.2.5 Dead ends. Dead-end fire apparatus access roads in excess of 150 feet (45 720 mm)
in length shall be provided with an approved area for turning around fire apparatus in
accordance with Appendix D, ‘Fire Apparatus Access Roads.’

503.2.6 Bridges and elevated surfaces. Where a bridge or an elevated surface is part of a
fire apparatus access road, the bridge shall be constructed and maintained in accordance with
AASHTO HB-17. Bridges and elevated surfaces shall be designed for a live load sufficient to
carry the imposed loads of fire apparatus. Vehicle load limits shall be posted at both
entrances to bridges when required by the fire code official. Where elevated surfaces
designed for emergency vehicle use are adjacent to surfaces which are not designed for such
use, approved barriers, approved signs or both shall be installed and maintained when
required by thefire code official.

503.2.7 Grade. The maximum vertical grade for all [of the] fire apparatus access roads is 10
percent for concrete roads and 8 percent for asphalt roads. The maximum cross grade for all
[shall be within the limits established by the] fire [code official based on the fire
department’s] apparatus access roads is 2 percent.

503.2.8 Angles of approach and departure. The angles of approach and departure for fire
apparatus access roads shall be within the limits established by thefire code official based on
the fire department’s apparatus.

503.3 Marking. Approved striping, or when allowed [Where required] by thefire code official,
[approved] signs or [other approved notices or markings that include the words NO
PARKING FIRE LANE] shall be provided for fire apparatus access roads to identify such
roads or prohibit the obstruction thereof. The means by which fire lanes are designated shall be
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maintained in a clean and legible condition at all times and be replaced or repaired when
necessary to provide adequate visibility.

1. Striping — Fire apparatus access roads shall be marked by painted lines of red traffic paint
6 inches (152 mm) in width to show the boundaries of the lane. The words NO
PARKING - FIRE LANE or FIRE LANE - NO PARKING shall appear in 4-inch (102
mm) white letters at 25-foot (7620 mm) intervals on the red border markings along both
sides of the fire lanes. Where a curb is available, the striping shall be on the vertical face
of the curb.

Signs - Signs shall read NO PARKING - FIRE LANE or FIRE LANE - NO PARKING
and shall be 12 inches (305 mm) wide and 18 inches (457 mm) high. Signs shall be
painted on a white background with letters and borders in red, using not less than 2-inch
(51 mm) lettering. Signs shall be permanently affixed to a stationary post and the bottom
of the sign shall be 6 feet, 6 inches (1981 mm) above finished grade. Signs shall be
spaced not more than 50 feet (15 240 mm) apart. Signs may be installed on permanent
buildings or walls or as approved by the fire chief. Signs shall be posted on both sides of
the fire apparatus road.

Exception: Group R-3 and Group U occupancy fire apparatus access roads are not required
to be marked when approved by the fire chief.

503.3.1 Unapproved markings. No person shall mark, post or otherwise identify any road
or other passageway that is not a fire apparatus access road as a fire lane or in a manner that
creates confusion as to whether the road or a passageway is a fire lane.

503.4 Obstruction of fire apparatus access roads. Fire apparatus access roads shall not be
obstructed in any manner, including the parking of vehicles. The minimum widths and
clearances established in Section 503.2.1, and any area marked as a fire lane as described in
Section 503.3, shall be maintained at all times. The operator of the premises shall be responsible
for removal of obstructions in a fire lane.

503.4.1 Traffic calming devices. Traffic calming devices shall be prohibited unless
approved by theflre code official.

503.4.2 Noncompliance. Any unauthorized vehicle in a fire lane is:

1. Subject to removal by the operator of the premises, with the expense of removal and
storage to be borne by the registered owner of the vehicle;

2. Subject to citation, as well as removal, by the fire chief or a police officer; and

3. Prima facie evidence that the person in whose name the vehicle is registered is guilty
of a violation of the parking provisions of this section.
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503.5 Required gates or barricades. The fire code official is authorized to require the
installation and maintenance of gates or other approved barricades across fire apparatus access
roads, trails or other accessways, not including public streets, alleys or highways. Electric gate
operators, where provided, shall be listed in accordance with UL 325. Gates intended for
automatic operation shall be designed, constructed and installed to comply with the requirements
of ASTM F 2200.

503.5.1 Secured gates and barricades. When required, gates and barricades shall be secured
in an approved manner. Roads, trails and other accessways that have been closed and
obstructed in the manner prescribed by Section 503.5 shall not be trespassed on or used
unless authorized by the owner and thefire code official.

Exception: The restriction on use shall not apply to public officers acting within the
scope of duty.

503.6 Limited access [Security] gates. The installation of limited access [security] gates across
a fire apparatus access road shall be approved by the fire chief. Where limited access [security]
gates are installed, they shall have an approved means of emergency operation in accordance
with Section L104, ‘Limited Access Gates,’ of Appendix L. The limited access [security] gates
and the emergency operation shall be maintained operational at all times in accordance with
Section L104, ‘Limited Access Gates,’ of Appendix L.” Electric gate operators, where provided,
shall be listed in accordance with UL 325. Gates intended for automatic operation shall be
designed, constructed and installed to comply with the requirements of ASTM F 2200.”

88. Subsection 504.3, “Stairway Access to Roof,” of Section 504, “Access to

Building Openings and Roofs,” of Chapter 5, “Fire Service Features,” of the 2012 International

Fire Code is amended by adding a new Paragraph 504.3.1, “Locks,” to read as follows:

“504.3.1 Locks. Doors providing roof access shall remain unlocked at all times or be
provided with an approved locking device.”

89. Section 506, “Key Boxes,” of Chapter 5, “Fire Service Features,” of the 2012

International Fire Code is amended to read as follows:

“SECTION 506
KEY BOXES

506.1 Where required. Where access to or within a structure or an area is restricted because of
secured openings or where immediate access is necessary for life-saving or fire-fighting
purposes, the fire code official is authorized to require a key box to be installed in an approved
location. The key box shall be of an approved type listed in accordance with UL 1037, and shall
contain keys to gain necessary access as required by the fire code official. Interior key boxes are
required in all buildings having floors used for human occupancy located more than 75 feet (22
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860 mm) above the lowest level of the fire department access. Exterior key boxes are required in
the following types of buildings:

1. Big box/super center stores 50,000 sq. feet or larger (Examples: Home Depot, Lowe’s,
Best Buy, Wal-Mart, Target),

2. Apartment buildings,

3. Schools,

4. Fire stations, and

5. Multi-story con-imercial buildings.

Where immediate access is necessary for life-saving or fire fighting purposes, the fire code
official is authorized to require a key box to be installed.

Exception: The owner shall have the option to place a key box on the exterior of the building
with the approval of the fIre code official. The fIre code official may allow installation of an
approved key switch in lieu of an exterior key box.

506.1.1 Locks. An approved lock shall be installed on gates or similar barriers when required
by thefire code official.

[506.1.2 Key boxes for nonstandardized fire service elevator keys. Key boxes provided
for nonstandardized fire seice elevator keys shall comply with Section 506.1 and all of the
following:

4- The key box shall be compatible with an existing rapid entry key box system in use in
the jurisdiction and approved by thefire code official.

2 The front cover shall be
Only Elevator Keys.”

permanently labeled with the words “Fire Departmen- T T-

3- The key box shall be mounted at each elevator bank at the lobby nearest to the lowest
level of fire department access.

4 The key box shall be
the right side of the elevator bank.

(1676 mm) above the finished floor to

Contents of the key box are limited to fire se’ice elevator keys. Additional elevator
access tools, keys and information pertinent to emergency planning or elevator access
shall be permitted when authorized by thefirc code official.

6 In buildings -‘-v;”n uaiu,, :i n1i 1-v hox hn11 he permittM tn he

separated by not more than 30 feet (9l1mm).

Chapter 16 Amendment Page 72 of 226



2943? 14145?

Additional key boxes shall be provided for each individual elevator or elevator bank
separated by more than 30 feet (9144 mm).

Exception: A single key box shall be permitted to be located adjacent to afire command
center or the nonstandard fire sen’ice elevator key shall be permitted to be secured in a
key box used for other purposes and located in accordance with Section 506.1.1

506.2 Key box maintenance. The operator of the building shall immediately notify thefire code
official and provide the new key when a lock is changed or rekeyed. The key to such lock shall
be secured in the key box.

506.3 Construction. Key boxes shall be constructed of not less than ¼-inch steel plate, contain a
high-security lock and utilize the keys which conform to the fire department key code.

506.4 Installation. Interior key boxes shall be installed within 12 feet (3658 mm) of the
emergency elevator, visible from the entrance to the emergency elevator, and not more than 5
feet 6 inches (1676 mm) above the main entrance level of the building. Exterior key boxes shall
be installed within 12 feet (3658 mm) of the main building entrance, visible from the direction of
entry, and not more than 5 feet 6 inches (1676 mm) and not less than 42 inches (1067 mm) above
the main entrance level of the building. The fIre code official may approve alternate locations.

Exception: An approved key switch may be used in lieu of an exterior key box.

506.5 Contents. Exterior key boxes shall contain keys to gain access to the building as required
by the fire code offIcial. Interior key boxes shall contain designated keys essential to emergency
operations, including but not limited to the following. There shall be 3 separate sets of
appropriately labeled keys maintained in the interior key box. The key sets shall include the
following:

1. Elevator keys capable of accessing all floors in the building.

2. Stairway keys.

3. Fire control station keys.

4. Alarm system keys.

5. Key fobs.

6. Access cards.

506.6 Key set arrangements. 3 sets of building emergency access keys as described below shall
be provided for Fire Department use in the key box for all high-rise buildings.

506.6.1 Keys. Each key shall be labeled using the appropriate color coded plastic laminate
identification tag attaching the key by a 7/8-inch (13 mm) split key ring. A quick release key
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holder with one button operation that has 1-inch (25 mm) split rings on each end shall be
used. A key tag legend card shall be provided and maintained in the interior key box. The
legend card shall be printed in at least ani 8 font or equivalent lettering and shall describe all
the required keys, their functions and the respective key tag colors.

506.6.2 Emergency access keys for high-rise buildings. On one end of the quick release
key holder, a 2-inch (50 mm) split ring will be attached to the 1-inch (25mm) split ring that
has the following building access keys. Emergency access keys for all high-rise buildings
shall have a 7/8-inch (13 mm) split key ring through it attaching the key to the appropriate
colored plastic laminate identification tag labeled as follows:

1. Stairway key(s) with white tag(s).

2. Roof Access key(s) with white tag(s).

3. Mechanical/Electrical room key(s) with white tag(s).

4. Special access key(s) with white tag(s).

5. Sprinkler/Standpipe key(s) with blue tag(s).

506.6.3 Elevator access keys. The other end of the quick release holder another 2-inch
(50mm) split ring shall be attached to the 1-inch (25mm) split ring. On this 2-inch (50 mm)
split ring only the following elevator keys shall be attached (if applicable). Elevator keys
shall have a 7/8-inch (13 mm) split key ring through it attaching the key to the appropriate
colored plastic laminate identification tag labeled as follows:

1. Fire service — Phase 1 and Phase 2 with red tags.

2. Elevator car door(s) with red tag(s).

3. Elevator inspection on/off with yellow tag.

4. Elevator stop/run with orange tag.

5. Elevator car access panel with orange tag.

Elevator car emergency power selector with green tag.

7. Independent service keys shall not be attached to any of the above key sets. The key
shall be labeled with a black tag.”
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90. Subsection 507.2, “Type of Water Supply,” of Section 507, “Fire Protection

Water Supplies,” of Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is

amended to read as follows:

“507.2 Type of water supply. A water supply shall consist of city water mains. The fire code
official may approve alternate forms of water supply such as reservoirs, pressure tanks, elevated
tanks[, water mains] or other fixed systems capable of providing the required fire flow.

507.2.1 Private fire service mains. Private fire service mains and appurtenances shall be
installed in accordance with NFPA 24.

507.2.1.1 Installation. Private fire hydrants shall comply with the Dallas Water Utilities
Addendum to COG 2.14. The hydrants shall be provided with one 4-inch (102 mm)
nominal I.D. outlet with threads complying with File No. 684A-9 and two 2½-inch (64
mm) nominal I.D. outlets with 7Y2-inch (191 mm) national standard fire hose coupling
screw threads per inch.

507.2.2 Water tanks. Water tanks for private fire protection shall be installed in accordance
with NFPA 22.”

91. Subsection 507.3, “Fire Flow,” of Section 507, “Fire Protection Water Supplies,”

of Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is amended to read as

follows:

“507.3 Fire flow. Fire flow requirements for buildings or portions of buildings and facilities shall
be in accordance with Appendix B, ‘Fire-Flow Requirements for Buildings.’ [determined by an
approved method.]”

92. Subsection 507.5, “Fire Hydrant Systems,” of Section 507, “Fire Protection Water

Supplies,” of Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is amended

to read as follows:

“507.5 Fire hydrant systems. Fire hydrant systems shall comply with Sections 507.5.1 through
507.5.[6] and Appendix C, ‘Fire Hydrant Locations and Distribution.”

93. Paragraph 507.5.1, “Where Required,” of Subsection 507.5, “Fire Hydrant

Systems,” of Section 507, “Fire Protection Water Supplies,” of Chapter 5, “Fire Service

Features,” of the 2012 Intçrnational Fire Code is amended to read as follows:
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“507.5.1 Where required. Where a portion of the facility or building hereafter constructed
or moved into or within the jurisdiction is more than 400 feet (122 m) from a hydrant on a
fire apparatus access road, as measured by an approved route around the exterior of the
facility or building, on-site fire hydrants and mains shall be provided where required by the
fire code official. A street or block more than 800 feet (244 m) in length shall have at least
one fire hydrant located on it, even if covered by other fire hydrants.

Exceptions:

1. For Group R-3 and Group U occupancies, the distance requirement shall be 600
feet (183 m).

2. For buildings equipped throughout with an approved automatic sprinkler system
installed in accordance with Section 903.3.1.1 or 903.3.1.2, the distance
requirement shall be 600 feet (183 m).

3. Buildings or facilities of noncombustible construction less than 500 square feet
(46.45 m2).

507.5.1.1 Hydrant for standpipe systems. Buildings equipped with a standpipe system
installed in accordance with Section 905 shall have a fire hydrant within 4Q [1-0O feet
(122 m) [(30 m)] of the fire department connections.

Exception: The distance shall be permitted to exceed 400 [400] feet (122 m) [3O
m] where approved by the fire code official.”

94. Subsection 507.5, “Fire Hydrant Systems,” of Section 507, “Fire Protection Water

Supplies,” of Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is amended

by adding a new Paragraph 507.5.7, “Hydrant Color Coding,” to read as follows:

“507.5.7 Hydrant color coding. All fire hydrants shall be color coded to indicate the size of
the water supply main. Each hydrant shall have at least 4 inches (102 mm) of each dome
color coded as follows:

1. Red for 4-inch (102 mm) mains.

2. Silver for 6-inch (152 mm) mains.

3. Blue for 8-inch (203 mm) mains.

4. Yellow for 10-inch (254 mm) or larger mains.

5. Public hydrant barrels shall be silver. Private hydrant barrels shall be kelly green.”
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95. Subsection 507.5, “Fire Hydrant Systems,” of Section 507, “Fire Protection Water

Supplies,” of Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is amended

by adding a new Paragraph 507.5.8, “Location,” to read as follows:

“507.5.8 Location. Fire hydrants shall be located a minimum of 21/2 feet (762 mm) and a
maximum of 7’/2 feet (2286 mm) from the edge of fire apparatus access roads.”

96. Section 508, “Fire Command Center,” of Chapter 5, “Fire Service Features,” of

the 2012 International Fire Code is amended to read as follows:

“SECTION 508
FIRE COMMAND CENTER

508.1 General. Where required by other sections of this code and in all buildings classified as
high-rise buildings by the Dallas [International] Building Code, afire command center for fire
department operations shall be provided and shall comply with Sections 508.1.1 through
508.1.5.

508.1.1 Location and access. The location and accessibility of thefire command center shall
be approved by the fire chief.

508.1.2 Separation. The fire command center shall be separated from the remainder of the
building by not less than a 1-hour fire barrier constructed in accordance with Section 707 of
the Dallas [intel-national] Building Code or horizontal assembly constructed in accordance
with Section 711 of the Dallas [International] Building Code, or both.

508.1.3 Size. The fire command center shall be a minimum of 200 square feet (19m2)in area
with a minimum dimension of 10 feet (3048 mm).

508.1.4 Layout approval. A layout of the fire command center and all features required by
this section to be contained therein shall be submitted for approval prior to installation.

508.1.5 Required features. Thefire command center shall comply with NFPA 72 and shall
contain the following features:

1. The emergency voice/alarm communication system control unit.

2. The fire department communications system, when approved by thefire code official.

3. Fire detection and alarm system annunciator.

4. Annunciator unit visually indicating the location of the elevators and whether they are
operational.

Chapter 16 Amendment Page 77 of 226



29437 141457

5. Status indicators and controls for air-distribution systems if mechanical air-handling
equipment is used for smoke removal purposes in accordance with Section 403.4.6 of
the Dallas Building Code.

6. The fire-fighter’s control panel required by Section 909.16 for smoke control systems
installed in the building.

7. Controls for unlocking stairway doors simultaneously.

8. Sprinkler valve and water-flow detector display panels.

9. Emergency and standby power status indicators.

10. A telephone for fire department use with controlled access to the public telephone
system.

11. Fire pump status indicators.

12. Schematic building plans indicating the typical floor plan and detailing the building
core, means of egress, fire protection systems, fire-fighting equipment and fire
department access, and the location offire walls, fire barriers, fire partitions, smoke
barriers and smoke partitions.

13. An approved Building Information Card that contains, but is not limited to, the
following information:

13.1. General building information that includes: property name, address, the
number of floors in the building (above and below grade), use and occupancy
classification (for mixed uses, identify the different types of occupancies on
each floor), estimated building population (i.e., day, night, weekend);

13.2. Building emergency contact information that includes: a list of the building’s
emergency contacts (e.g., building manager, building engineer, etc.) and their
respective work phone number, cell phone number, and e-mail address;

13.3. Building construction information that includes: the type of building
construction (e.g., floors, walls, columns, and roof assembly);

13.4. Exit stair information that includes: number of exit stairs in the building, each
exit stair designation and floors served, location where each exit stair
discharges, exit stairs that are pressurized, exit stairs provided with
emergency lighting, each exit stair that allows reentry, exit stairs providing
roof access; elevator information that includes: number of elevator banks,
elevator bank designation, elevator car numbers and respective floors that they
serve, location of elevator machine rooms, location of sky lobby, location of
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freight elevator banks;

13.5. Building services and system information that includes: location of
mechanical rooms, location of building management system, location and
capacity of all fuel oil tanks, location of emergency generator, location of
natural gas service;

13.6. Fire protection system information that includes: locations of standpipes,
location of fire pump room, location of fire department connections, floors
protected by automatic sprinklers, location of differeOnt types of automatic
sprinkler systems installed (e.g., dry, wet, pre-action, etc.); and

13.7. Hazardous material information that includes: location of hazardous material,
quantity of hazardous material.

14. Work table.

15. Generator supervision devices, manual start and transfer features.

16. Public address system, where specifically required by other sections of this code.

17. Elevator fire recall switch in accordance with ASME Al 7.1.

18. Elevator emergency or standby power selector switch(es), where emergency or
standby power is provided.”

97. Section 509, “Fire Protection and Utility Equipment Identification and Access,”

of

Chapter 5, “Fire Service Features,” of the 2012 International Fire Code is amended by adding a

new Subsection 509.1.2, “Sign Requirements,” as follows:

“509.1.2 Sign requirements. Unless more stringent requirements apply, lettering for signs
required by this section shall have a minimum height of 2 inches (50.8 mm) when located
inside a building and 4 inches (101.6 mm) when located outside, or as approved by the fire
code official. The letters shall be of a color that contrasts with the background.”

98. Subparagraph 603.3.2.1, “Quantity Limits,” of Paragraph 603.3.2, “Fuel Oil

Storage Inside Buildings,” of Subsection 603.3, “Fuel Oil Storage Systems,” of Section 603,

“Fuel-Fired Appliances,” of Chapter 6, “Building Services And Systems,” of the 2012

International Fire Code is amended as follows:
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“603.3.2.1 Quantity limits. One or more fuel oil storage tanks containing Class II or III
combustible liquid shall be permitted in a building. The aggregate capacity of all such
tanks shall not exceed 660 gallons (2498 L).

Exception: The aggregate capacity limit shall be permitted to be increased to 3,000
gallons (11 356 L) in accordance with all requirements of Chapter 57. [of Class II or
III liquid for storage in protected above ground tanks complying with Section
5704.2.9.7, when all of the following conditions are met:

.1-v The entire 3,000 gallon (11 356 L) quantity shall be stored in protected above
ground tanks;

2 The 3,000 gallon (11 356 L) capacity shall be permitted to be stored in a
single tank or multiple smaller tanks; and

3-- The tanks shall be located in a room protected by an automatic •nrinklcr
system complying with Section 903.3.1 .1 .1”

99. Section 604, “Emergency and Standby Power Systems,” of Chapter 6, “Building

Services And Systems,” of the 2012 International Fire Code is amended as follows:

“SECTION 604
EMERGENCY AND STANDBY POWER SYSTEMS

604.1 Installation. Emergency and standby power systems required by this code or the
International Building Code shall be installed in accordance with this code, NFPA 110 and
NFPA 111. Existing installations shall be maintained in accordance with the original approvals
except as specified in Chapter 11.

604.1.1 Stationary generators. Stationary emergency and standby power generators
required by this code shall be listed in accordance with UL 2200.

604.1.2 Critical Operations Power Systems (COPS). For Critical Operations Power
Systems necessary to maintain continuous power supply to facilities or parts of facilities that
require continuous operation for the reasons of public safety, emergency management,
national security, or business continuity, see NFPA 70.

604.2 Where required. Emergency and standby power systems shall be provided where
required by Sections 604.2.1 through [604.2.18.1] 604.2.24 or elsewhere identified in this code
or any other referenced code.

604.2.1 Emergency voice/alarm communications systems. [Croup A occupancies.]
Emergency power shall be provided for emergency voice/alarm communications systems in
[Group A] the following occupancies, or as specified elsewhere in this code, in accordance
with Section 907.5.2.2.5 [907.2.1.1]:
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1. Covered and Open Malls, Section 604.2.13.

2. Group A occupancies, Sections 907.2.1.1 and 907.5.2.2.4.

3. Special Amusement buildings, Section 907.2.12.3.

4. High rise buildings, Section 907.2.13.

5. Atriums, Section 907.2.14.

6. Deep Underground buildings, Section 907.2.19.

604.2.2 Smoke control systems. Standby power shall be provided for smoke control systems
in the following occupancies, or as specified elsewhere in this code, in accordance with
Section 909.11:

L Covered mall building, International Building Code, Section 404.5.

2. Atriums, International Building Code, Section 404.7.

3. Underground buildings, International Building Code, Section 405.5.

4. Group 1-3, International Building Code, Section 408.9.

5. Stages, International Building Code, Section 4 10.3.7.2.

6. Special Amusement buildings (as applicable to Group A’s), International Building
Code, Section 411.1.

7. Smoke protected seating, Section 1028.6.2.1.

604.2.3 Exit signs. Emergency power shall be provided for exit signs in accordance with
Section 1011.6.3.

604.2.4 Means of egress illumination. Emergency power shall be provided for means of
egress illumination in accordance with Section 1006.3.

604.2.5 Accessible means of egress elevators. Standby power shall be provided for
elevators that are part of an accessible means ofegress in accordance with Section 1007.4.

604.2.6 Accessible means of egress plafform lifts. Standby power in accordance with this
section or ASME Al 8.1 shall be provided for platform lifts that are part of an accessible
means ofegress in accordance with Section 1007.5.
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604.2.7 Horizontal sliding doors. Standby power shall be provided for horizontal sliding
doors in accordance with Section 1008.1.4.3.

604.2.8 Semiconductor fabrication facilities. Emergency power shall be provided for
semiconductor fabrication facilities in accordance with Section 2703.15.

604.2.9 Membrane structures. Emergency power shall be provided for exit signs in
temporary tents and membrane structures in accordance with Section 3103.12.6.1. Standby
power shall be provided for auxiliary inflation systems in permanent membrane structures in
accordance with the International Building Code.

604.2.10 Hazardous materials. Emergency or standby power shall be provided in
occupancies with hazardous materials in accordance with Sections 5004.7 and 5005.1.5.

604.2.11 Highly toxic and toxic materials. Emergency power shall be provided for
occupancies with highly toxic or toxic materials in accordance with Sections 6004.2.2.8 and
6004.3.4.2.

604.2.12 Organic peroxides. Standby power shall be provided for occupancies with organic
peroxides in accordance with Section 6204.1.11.

604.2.13 Covered and open mall buildings. Covered mall buildings exceeding 50,000
square feet (4645 m2) and open mall buildings exceeding 50,000 square feet (4645 m2)
within the established perimeter line shall be provided with standby power systems that are
capable of operating the emergency voice/alarm communication system.

604.2.14 High-rise buildings. Standby power, light and emergency systems in high-rise
buildings shall comply with the requirements of Sections 604.2.14.1 through 604.2.14.3.

604.2.14.1 Standby power. A standby power system shall be provided. Where the
standby system is a generator set inside a building, the system shall be located in a
separate room enclosed with 2-hourfire barriers constructed in accordance with Section
707 of the International Building Code or horizontal assemblies constructed in
accordance with Section 711 of the International Building Code, or both. System
supervision with manual start and transfer features shall be provided at the fire command
center.

604.2.14.1.1 Fuel supply. An on-premises fuel supply, sufficient for not less than 2-hour
full-demand operation of the system, shall be provided.

Exception: When approved, the system shall be allowed to be supplied by natural gas
pipelines.

604.2.14.1.2 Capacity. The standby system shall have a capacity and rating that supplies
all equipment required to be operational at the same time. The generating capacity is not
required to be sized to operate all of the connected electrical equipment simultaneously.
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604.2.14.1.3 Connected facilities. Power and lighting facilities for the fire command
center and elevators specified in Sections 403.4.8.2 and 403.6 of the International
Building Code, as applicable, shall be transferable to the standby source. Standby power
shall be provided for at least one elevator to serve all floors and be transferable to any
elevator.

604.2.14.2 Separate circuits and luminaires. Separate lighting circuits and luminaires shall
be required to provide sufficient light with an intensity of not less than 1 footcandle (11 lux)
measured at floor level in all means of egress corridors, stairways, smokeproof enclosures,
elevator cars and lobbies, and other areas that are clearly a part of the escape route.

604.2.14.2.1 Other circuits. Circuits supplying lighting for thefire command center
and mechanical equipment rooms shall be transferable to the standby source.

604.2.14.3 Emergency systems. Exit signs, exit illumination as required by Chapter 10,
electrically powered fire pumps required to maintain pressure, and elevator car lighting
are classified as emergency systems and shall operate within 10 seconds of failure of the
normal power supply and shall be capable of being Transferred to the standby source.

Exception: Exit sign, exit and means of egress illumination are permitted to be
powered by a standby source in buildings of Group F and S occupancies.

604.2.15 Underground buildings. Emergency and standby power systems in underground
buildings covered in Chapter 4 of the International Building Code shall comply with
Sections 604.2.15.1 and 604.2.15.2.

604.2.15.1 Standby power. A standby power system complying with this section and
NFPA 70 shall be provided for standby power loads as specified in Section 604.2.15.1.1.

[B] 604.2.15.1.1 Standby power loads. The following loads are classified as standby
power loads:

1. Smoke control system.

2. Ventilation and automatic fire detection equipment for smokeproof
enclosures.

3. Fire pumps.

4. Standby power shall be provided for elevators in accordance with Section
3003 of the International Building Code.

604.2.15.1.2 Pickup time. The standby power system shall pick up its connected
loads within 60 seconds of failure of the normal power supply.
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604.2.15.2 Emergency power. An emergency power system complying with this code
and NFPA 70 shall be provided for emergency power loads as specified in Section
604.2.15.2.1.

[B] 604.2.15.2.1 Emergency power loads. The following loads are classified as
emergency power loads:

1. Emergency voice/alarm communication systems.

2. Fire alarm systems.

3. Automatic fire detection systems.

4. Elevator car lighting.

5. Means ofegress lighting and exit sign illumination as required by Chapter 10.

604.2.16 Group 1-3 occupancies. Power-operated sliding doors or power-operated locks for
swinging doors in Group 1-3 occupancies shall be operable by a manual release mechanism at
the door, and either emergency power or a remote mechanical operating release shall be
provided.

Exception: Emergency power is not required in facilities where provisions for remote
locking and unlocking of occupied rooms in Occupancy Condition 4 are not required as
set forth in the International Building Code.

604.2.17 Airport traffic control towers. A standby power system shall be provided in
airport traffic control towers more than 65 feet (19 812 mm) in height. Power shall be
provided to the following equipment:

1. Pressurization equipment, mechanical equipment and lighting.

2. Elevator operating equipment.

3. Fire alarm and smoke detection systems.

604.2.18 Elevators. In buildings and structures where standby power is required or furnished
to operate an elevator, the operation shall be in accordance with Sections 604.2.18.1 through
604.2.18.4.

604.2.18.1 Manual transfer. Standby power shall be manually transferable to all
elevators in each bank.

604.2.18.2 One elevator. Where only one elevator is installed, the elevator shall
automatically transfer to standby power within 60 seconds after failure of normal power.
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604.2.18.3 Two or more elevators. Where two or more elevators are controlled by a
common operating system, all elevators shall automatically transfer to standby power
within 60 seconds after failure of normal power where the standby power source is of
sufficient capacity to operate all elevators at the same time. Where the standby power
source is not of sufficient capacity to operate all elevators at the same time, all elevators
shall transfer to standby power in sequence, return to the designated landing and
disconnect from the standby power source. After all elevators have been returned to the
designated level, at least one elevator shall remain operable from the standby power
source.

604.2.18.4 Machine room ventilation. Where standby power is connected to elevators,
the machine room ventilation or air conditioning shall be connected to the standby power
source.

604.2.19 Smokeproof enclosures and stair pressurization alternative. Standby power
shall be provided for smokeproof enclosures, stair pressurization alternative and associated
automatic fire detection systems as required by the International Building Code, Section
909.20.6.2.

604.2.20 Elevator pressurization. Standby power shall be provided for elevator
pressurization system as required by the International Building Code, Section 909.21.5.

604.2.21 Elimination of smoke dampers in shaft penetrations. Standby power shall be
provided when eliminating the smoke dampers in ducts penetrating shafts in accordance with
the International Building Code, Section 717.5.3, exception 2.3.

604.2.22 Common exhaust systems for clothes dryers. Standby power shall be provided
for common exhaust systems for clothes dryers located in multistory structures in accordance
with the International Mechanical Code Section 504.8, item 7.

604.2.23 Hydrogen cutoff rooms. Standby power shall be provided for mechanical
ventilation and gas detection systems of Hydrogen Cutoff Rooms in accordance with the
International Building Code, Section 421.8.

604.2.24 Means of egress illumination in existing buildings. Emergency power shall be
provided for means of egress illumination in accordance with Section 1104.5 and 1104.5.1
when required by the fire code official. (90 minutes in 1-2, 60 minutes elsewhere.)

604.3 Energy time duration. Unless a time limit is specified by the fire code official, in this
chapter or elsewhere in this code, or in any other referenced code or standard, the emergency and
standby power system shall be supplied with enough fuel or energy storage capacity for not less
than 2-hour full-demand operation of the system.

Exception: Where the system is supplied with natural gas from a utility provider and is
approved.
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604.4[3] Maintenance. Emergency and standby power systems shall be maintained in
accordance with NFPA 110 and NFPA 111 such that the system is capable of supplying service
within the time specified for the type and duration required.

604.4[3].1 Schedule. Inspection, testing and maintenance of emergency and standby power
systems shall be in accordance with an approved schedule established upon completion and
approval of the system installation.

604.4[3].2 Written record. Written records of the inspection, testing and maintenance of
emergency and standby power systems shall include the date of service, name of the
servicing technician, a summary of conditions noted and a detailed description of any and
what corrective action was taken. Such records shall be kept on the premises served by the
emergency or standby power system and be available for inspection by thefire code official.

6O4.4[].3 Switch maintenance. Emergency and standby power system transfer switches
shall be included in the inspection, testing and maintenance schedule required by Section
604.3.1. Transfer switches shall be maintained free from accumulated dust and dirt.
Inspection shall include examination of the transfer switch contacts for evidence of
deterioration. When evidence of contact deterioration is detected, the contacts shall be
replaced in accordance with the transfer switch manufacturer’s instructions.

604.5 [4] Operational inspection and testing. Emergency power systems, including all
appurtenant components shall be inspected and tested under load in accordance with NFPA 110
and NFPA 111.

Exception: Where the emergency power system is used for standby power or peak load
shaving, such use shall be recorded and shall be allowed to be substituted for scheduled
testing of the generator set, provided that appropriate records are maintained.

604.5 [41.1 Transfer switch test. The test of the transfer switch shall consist of electrically
operating the transfer switch from the normal position to the alternate position and then
return to the normal position.

604.6[$j Emergency lighting equipment. Emergency lighting shall be inspected and tested in
accordance with Sections 604.5.1 through 604.5.2.1.

604.6[&1.1 Activation test. An activation test of the emergency lighting equipment shall be
completed monthly. The activation test shall ensure the emergency lighting activates
automatically upon normal electrical disconnect and stays sufficiently illuminated for a
minimum of 30 seconds.

604.6[].1.1 Activation test record. Records shall be maintained on the premises for a
minimum of three years and submitted to the fire code official upon request. The record
shall include the location of the emergency lighting tested, whether the unit passed or
failed, the date of the test, and the person completing the test.
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6O4.6[].2 Power test. For battery-powered emergency lighting, a power test of the
emergency lighting equipment shall be completed annually. The power test shall operate the
emergency lighting for a minimum of 90 minutes and shall remain sufficiently illuminated
for the duration of the test.

6O4.[].2.1 Power test record. Records shall be maintained on the premises for a
minimum of three years and submitted to the fire code official upon request. The record
shall include the location of the emergency lighting tested, whether the unit passed or
failed, the date of the test, and the person completing the test.

604.7[] Supervision of maintenance and testing. Routine maintenance, inspection and
operational testing shall be overseen by a properly instructed individual.”

100. Subsection 605.10, “Portable, Electric Space Heaters,” of Section 605, “Electrical

Equipment, Wiring and Hazards,” of Chapter 6, “Building Services and Systems,” of the 2012

International Fire Code is amended to read as follows:

“605.10 Portable, electric space heaters. Where not prohibited by other sections of this code,
portable, electric space heaters shall be permitted to be used in all occupancies other than Group
1-2 and in accordance with Sections 605.10.1 through 605.10.4. Owners of the portable, electric
space heaters shall be responsible for compliance.

Exception: The use of portable, electric space heaters in which the heating element cannot
exceed a temperature of 212°F (100°C) shall be permitted in nonsleeping staff and employee
areas in Group 1-2 occupancies.

605.10.1 Listed and labeled. Only listed and labeled portable, electric space heaters shall be
used.

605.10.2 Power supply. Portable, electric space heaters shall be plugged directly into an
approved receptacle.

605.10.3 Extension cords. Portable, electric space heaters shall not be plugged into
extension cords.

605.10.4 Prohibited areas. Portable, electric space heaters shall not be operated within 3
feet (914 mm) of any combustible materials. Portable, electric space heaters shall be operated
only in locations for which they are listed.”

101. Section 607, “Elevator Operation, Maintenance and Fire Service Keys,” of

Chapter 6, “Building Services And Systems,” of the 2012 International Fire Code is amended as

follows:
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“SECTION 607
ELEVATOR OPERATION, MAINTENTANCE AND FIRE SERVICE KEYS

607.1 Emergency operation. Existing elevators with a travel distance of 25 feet (7620 mm) or
more shall comply with the requirements in Chapter 11. New elevators shall be provided with
Phase I emergency recall operation and Phase II emergency in-car operation in accordance with
ASME A17.l.

[B] 607.2 Emergency signs. An approved pictorial sign of a standardized design shall be posted
adjacent to each elevator call station on all floors instructing occupants to use the exit stairways
and not to use the elevators in case of fire. The sign shall read: IN FIRE EMERGENCY, DO
NOT USE ELEVATOR. USE EXIT STAIRS. Existing approved signs that read ELEVATORS
MAY NOT BE USED IN CASE OF FIRE - USE STAIRWELLS WHICH ARE MARKED AS
EXITS installed prior to the adoption of this code shall be permitted.

Exceptions:

1. The emergency sign shall not be required for elevators that are part of an accessible
means ofegress complying with Section 1007.4.

2. The emergency sign shall not be required for elevators that are used for occupant self-
evacuation in accordance with Section 3008 of the International Building Code.

607.3 Fire service access elevator lobbies. Where fire service access elevators are required by
Section 3007 of the International Building Code, fire service access elevator lobbies shall be
maintained free of storage and furniture.

607.4 Elevator key location. Keys for the elevator car doors and fire-fighter service keys shall
be kept in an approved location for immediate use by the fire department.

607.5 Standardized fire service elevator keys. Buildings with elevators equipped with Phase I
emergency recall, Phase II emergency in-car operation, or a fire service access elevator shall be
equipped to operate with a standardized fire service elevator key approved by the fIre code
official.

[Exception: The owner shall be permitted to place the building’s nonstandardized fire
service elevator keys in a key box installed in accordance with Section 506.1.2.]

607.5.1 Requirements for standardized fire service elevator keys. Standardized fire
service elevator keys shall comply with all of the following:

1. All fire service elevator keys within the jurisdiction shall be uniform and specific for
the jurisdiction. Keys shall be cut to a uniform key code.

2. Fire service elevator keys shall be of a patent-protected design to prevent
unauthorized duplication.
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3. Fire service elevator keys shall be factory restricted by the manufacturer to prevent
the unauthorized distribution of key blanks. No uncut key blanks shall be permitted to
leave the factory.

4. Fire service elevator keys subject to these rules shall be engraved with the words “DO
NOT DUPLICATE.

607.5.2 Access to standardized fire service keys. Access to standardized fire service
elevator keys shall be restricted to the following:

‘‘ owners or their authorized agents.1 rr”
I . V LLLJI

‘) t1m.+,s,

3. Elevator inspectors of the jurisdiction.

4] Fire code officials of the jurisdiction.

2.[5-] The fire department and other emergency response agencies designated by the fire
code official.”

102. Section 607, “Elevator Operation, Maintenance and Fire Service Keys,” of

Chapter 6, “Building Services and Systems,” of the 2012 International Fire Code is amended by

adding a new Section 607.6, “Key Boxes for Nonstandardized Fire Service Elevator Keys,” and

Section 607.7, “Inspections,” to read as follows:

“607.6 Key boxes for nonstandardized fire service elevator keys. Key boxes provided for
nonstandardized fire service elevator keys shall comply with Section 506.1 and all of the
following:

1. The key box shall be compatible with an existing rapid entry key box system in use in the
jurisdiction and approved by the fire code official.

2. The front cover shall be permanently labeled with the words “Fire Department Use Only
— Elevator Keys.”

3. The key box shall be mounted at each elevator bank at the lobby nearest to the lowest
level of fire department access.

4. The key box shall be mounted 5 feet 6 inches (1676 mm) above the finished floor to the
right side of the elevator bank.
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5. Contents of the key box are limited to fire service elevator keys. Additional elevator
access tools, keys and information pertinent to emergency planning or elevator access
shall be permitted only when authorized by the fire code official.

6. In buildings with two or more elevator banks, a single key box shall be permitted to be
used when such elevator banks are separated by not more than 30 feet (9144 mm).
Additional key boxes shall be provided for each individual elevator or elevator bank
separated by more than 30 feet (9144 mm).

Exception: A single key box shall be permitted to be located adjacent to a fIre command
center or the nonstandard fire service elevator key shall be permitted to be secured in a key
box used for other purposes and located in accordance with Section 506.1.

607.7 Inspections. New and existing elevator equipment shall be inspected and tested annually
by inspectors licensed by the State of Texas to determine its safety and compliance with ASME
Al 7.1 and ASME Al 7.3. The building owner shall display the current Certificate of Compliance
in an approved location.”

103. Subsection 704.1, “Enclosure,” of Section 704, “Floor Openings and Shafts,” of

Chapter 7, “Fire-Resistance-Rated Construction,” of the 2012 International Fire Code is

amended to read as follows:

“704.1 Enclosure. Interior vertical shafts, including but not limited to stairways, elevator
hoistways, service and utility shafts, that connect two or more stories of a building shall be
enclosed or protected in accordance with the codes in effect at the time of construction but,
regardless of when constructed, not less than as required in Chapter 11. New floor openings in
existing buildings shall comply with the International Building Code.”

104. Subparagraph 807.4.3.2, “Artwork,” of Paragraph 807.4.3, “Group E,” of

Subsection 807.4, “Occupancy-Based Requirements,” of Section 807, “Decorative Materials

Other Than Decorative Vegetation in New and Existing Buildings,” of Chapter 8, “Interior

Finish, Decorative Materials and Furnishings,” of the 2012 International Fire Code is amended to

read as follows:

“807.4.3.2 Artwork. Artwork and teaching materials shall be limited on the walls of
corridors to not more than 20 percent of the wall area and on walls of classrooms to not
more than 50 percent of each wall area. Such materials shall not be continuous from
floor to ceiling or wall to wall. Curtains, draperies, wall hangings and other decorative
material suspended from the walls or ceilings shall meet the flame propagation
performance criteria of NFPA 701 in accordance with Section 807 or be
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noncombustible.

Exception: Corridors protected by an approved automatic sprinkler system installed
in accordance with Section 903.3.1.1 shall be limited to 50 percent of the wall area.”

105. Subparagraph 807.4.4.2, “Artwork,” of Paragraph 807.4.4, “Group 1-4, Day Care

Facilities,” of Subsection 807.4, “Occupancy-Based Requirements,” of Section 807, “Decorative

Materials Other Than Decorative Vegetation in New and Existing Buildings,” of Chapter 8,

“Interior Finish, Decorative Materials and Furnishings,” of the 2012 International Fire Code is

amended to read as follows:

“807.4.4.2 Artwork. Artwork and teaching materials shall be limited on walls of
corridors to not more than 20 percent of the wall area and on walls of classrooms to not
more than 50 percent of each wall area. Such materials shall not be continuous from
floor to ceiling or wall to wall. Curtains, draperies, wall hangings and other decorative
material suspended from the walls or ceilings shall meet the flame propagation
performance criteria of NFPA 701 in accordance with Section 807 or be
noncombustible.

Exception: Corridors protected by an approved automatic sprinkler system installed
in accordance with Section 903.3.1.1 shall be limited to 50 percent of the wall area.”

106. Paragraph 901.2.1, “Statement of Compliance,” of Subsection 901.2

“Construction Documents,” of Section 901, “General,” of Chapter 9, “Fire Protection Systems,”

of the 2012 International Fire Code is amended to read as follows:

“901.2.1 Statement of compliance. Before requesting final approval of the installation
[where required by the fire code official,] the installing contractor shall furnish a written
statement to thefire code official that the subjectfire protection system or partial system has
been installed in accordance with approved plans and has been tested in accordance with the
manufacturer’s specifications and the appropriate installation standard. Any deviations from
the design standards shall be noted and copies of the approvals for such deviations shall be
attached to the written statement.”

107. Subsection 901.3, “Permits,” of Section 901, “General,” of Chapter 9, “Fire

Protection Systems,” of the 2012 International Fire Code is amended to read as follows:

“901.3 Permits. Permits shall be required as set forth in Section 105.6 and 105.7.
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901.3.1 Plans. Complete plans and specifications for fire alarm systems; fire-extinguishing
systems, including automatic sprinklers and wet and dry standpipes; halon systems and other
special types of automatic fire-extinguishing systems; basement pipe inlets; and other fIre
protection systems and appurtenances thereto shall be submitted to the fire protection
engineers of the Building Inspection department for review and approval prior to system
installation. Plans and specifications for fire alarm systems shall include, but not be limited
to, a floor plan; location of all alarm-initiating and alarm-signaling devices; alarm control-
and trouble-signaling equipment; annunciation; power connection; battery calculations;
conductor type and sizes; voltage drop calculations; and manufacturer, model numbers and
listing information for all equipment, devices and materials. All submitted plans shall also
meet the requirements as specified by the adopted NFPA standards and this code. The
provisions of this Code shall govern in the event of conflicts and br differences between this
chapter and the NFPA standards.

901.3.2 Plan review fees. Plan review fees for fire alarm systems shall be in accordance with
the Dallas Building Code.”

108. Paragraph 901.4.1, “Required Fire Protection Systems,” of Subsection 901.4,

“Installation,” of Section 901, “General,” of Chapter 9, “Fire Protection Systems,” of the 2012

International Fire Code is amended to read as follows:

“901.4.1 Required fire protection systems. Fire protection systems required by this code or
the Dallas [International] Building Code shall be installed, repaired, operated, tested and
maintained in accordance with this code and nationally recognized standards.”

109. Paragraph 901.4.2, “Nonrequired Fire Protection Systems,” of Subsection 901.4,

“Installation,” of Section 901, “General,” of Chapter 9, “Fire Protection Systems,” of the 2012

International Fire Code is amended to read as follows:

“901.4.2 Nonrequired fire protection systems. Any fire protection system [or-portion
thereof] not required by this code or the Dallas [International] Building Code shall be
allowed to be furnished for [partial or complete] protection provided such installed
system meets the requirements of this code and the Dallas [International] Building
Code.”

110. Paragraph 901.4.3, “Fire Areas,” of Subsection 901.4, “Installation,” of Section

901, “General,” of Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is

amended to read as follows:

Chapter 16 Amendment Page 92 of 226



29437 141457

“901.4.3 Fire areas. Where buildings, or portions thereof, are divided into fire areas so as
not to exceed the limits established for requiring afire protection system in accordance with
this chapter, such fire areas shall be separated by fire barriers constructed in accordance
with Section 707 of the International Building Code or horizontal assemblies constructed in
accordance with Section 711 of the International Building Code, or both, having a fire-
resistance rating of not less than that determined in accordance with Section 707.3 .10[9] of
the International Building Code.”

111. Paragraph 901.4.6, “Pump and Riser Room Size,” of Subsection 901.4,

“Installation,” of Section 901, “General,” of Chapter 9, “Fire Protection Systems,” of the 2012

International Fire Code is amended to read as follows:

“901.4.6 Pump and riser room size. Fire pump and automatic sprinkler system riser rooms
shall be designed with adequate space for all equipment necessary for the installation, as
defined by the manufacturer, with sufficient working space around the stationary equipment.
Clearances around equipment to elements of permanent construction, including other
installed equipment and appliances, shall be [sufficient] not less than 36 inches (762mm) in
width, 36 inches (762mm) in depth, and 78 inches (1981mm) in height to allow inspection,
service, repair or replacement without removing such elements or permanent construction or
disabling the function of a required fire-resistance-rated assembly. Fire pump and automatic
sprinkler system riser rooms shall be provided with a door(s) and an unobstructed
passageway large enough to allow removal of the largest piece of equipment.”

112. Subsection 901.5, “Installation Acceptance Testing,” of Section 901, “General,”

of Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is amended to read

as follows:

“901.5 Installation acceptance testing. Fire detection and alarm systems, fire-extinguishing
systems, fire hydrant systems, fire standpipe systems, fire pump systems, private fire service
mains and all other fire protection systems and appurtenances thereto shall be subject to
acceptance tests as contained in the installation standards and as approved by the fire code
official. The fire code official shall witness [be notified before] any required acceptance testing.
A retest fee shall be charged for retesting fire protection systems when the testing of the system
fails after the contractor has submitted to the fire code offIcial a pre-test certification certifying
that the system has been pre-tested and is in an approved condition. The retest fee shall be
$500.00.”

113. Subsection 901.6, “Inspection, Testing and Maintenance,” of Section 901,

“General,” of Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is

amended to read as follows:
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“901.6 Inspection, testing and maintenance. In accordance with Section 311.2.2, flF]ire
detection, alarm and extinguishing systems, mechanical smoke exhaust systems, and smoke and
heat vents shall be maintained in an operative condition at all times, and shall be replaced or
repaired where defective. Nonrequiredfire protection systems and equipment shall be inspected,
tested and maintained or removed with approval of the fire code official.”

114. Paragraph 901.6.1, “Standards,” of Subsection 901.6, “Inspection, Testing and

Maintenance,” of Section 901, “General,” of Chapter 9, “Fire Protection Systems,” of the 2012

International Fire Code is amended by adding Subparagraph 901.6.1.1, “Standpipe Testing,” to

read as follows:

“901.6.1.1 Standpipe testing. Building owners/managers shall utilize a licensed fire
protection contractor to test and certify standpipe systems. In addition to the testing and
maintenance requirements of NFPA 25 applying to standpipe systems, the following
additional requirements shall be applied to the testing that is required every 5 years:

1. The piping between the fire department connection (FDC) and the standpipe shall
be hydrostatically tested for all FDCs on any type of standpipe system. Hydrostatic
testing shall also be conducted in accordance with NFPA 25 requirements for the
different types of standpipe systems.

2. For any manual (dry or wet) standpipe system not having an automatic water
supply capable of flowing water through the standpipe, the contractor shall connect
hose from a fire hydrant or portable pumping system (as approved by the fire code
official) to each FDC, and flow water (at an approved rate and pressure) through the
standpipe system to the roof outlet to verify that each inlet connection functions
properly. Verify that check valves function properly and that there are no closed
control valves on the system.

3. Any pressure relief, reducing, or control valves shall be tested in accordance with
the requirements ofNFPA 25.

4. If the FDC is not already provided with approved caps, the contractor shall install
such caps for all FDCs.

5. Upon successful completion of standpipe test, the contractor shall place an
appropriate service tag as per the State of Texas provisions.

6. The contractor shall follow the procedures as required by the State of Texas with
regard to appropriate tags denoting noncompliance, impairment or any
deficiencies noted during the testing, including the required notification of the
local authority having jurisdiction.
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7. Additionally, records of the testing shall be maintained by the owner and
contractor, as required by the State of Texas and NFPA 25.

8. Standpipe system tests where water will be flowed external to the building shall not
be conducted during freezing conditions or during the day prior to expected night
time freezing conditions.

9. Contact the fire code official for requests to remove existing fire hose from Class II
and III standpipe systems where employees are not trained in the utilization of this
firefighting equipment. All standpipe hose valves must remain in place and be
provided with an approved cap and chain when approval is given to remove hose by
thefire code official.”

115. Subsection 901.7, “Systems Out of Service,” of Section 901, “General,” of

Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is amended to read as

follows:

“901.7 Systems out of service. Where a required fire protection system is out of service, or in
the event of an excessive number of accidental activations, the fire department and thefire code
official shall be notified immediately and, where required by the fire code official, the building
shall either be evacuated or standby personnel [an approvcd fire watch] shall be provided for all
occupants left unprotected [by the shut down] until the fire protection system has been returned
to service.

Where utilized, standby personnel [fire watches] shall be provided with at least one approved
means for notification of the fire department and their only duty shall be to perform constant
patrols of the protected premises and keep watch for fires.”

116. Paragraph 901.7.6, “Restoring Systems to Service,” of Subsection 901.7,

“Systems Out of Service,” of Section 901, “General,” of Chapter 9, “Fire Protection Systems,” of

the 2012 International Fire Code is amended to read as follows:

“901.7.6 Restoring systems to service. When impaired equipment is restored to normal
working order, the impairment coordinator shall verify that all of the following procedures
have been implemented:

1. Necessary inspections and tests have been conducted in the presence of the fire code
official, if required, to verify that affected systems are operational.

2. Supervisors have been advised that protection is restored.

3. The fire department has been advised that protection is restored.
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4. The building owner/manager, insurance carrier, alarm company, and other involved
parties have been advised that protection is restored.

5. All [The] impairment tags have [has] been removed.”

117. Subsection 901.9, “Termination of Monitoring of Service,” of Section 901,

“General,” of Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is

amended to read as follows:

“901.9 Discontinuation or change of [Termination of monitoring] service. [For fire alarm
systems required to be monitored by this code, n]Notice shall be made to the fire code official
whenever contracted alarm [monitoring] services for monitoring of any fire alarm system are
terminated for any reason, or a change in alarm monitoring provider occurs. Notice shall be
made in writing to the fire code official by the [monitoring service provider] building owner or
alarm service provider prior to the service being terminated.”

118. Section 901, “General,” of Chapter 9, “Fire Protection Systems,” of the 2012

International Fire Code is amended by adding a new Subsection 901.11, “Environmental

Concerns,” to read as follows:

“901.11 Auxiliary equipment. Auxiliary equipment installed to meet the manufacturer’s
recommended requirements or the installation standards, shall be monitored for circuit integrity.
This includes heating devices and air compressors.”

119. Subsection 903.1, “General,” of Section 903, “Automatic Sprinkler Systems,” of

Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is amended by adding

anew Paragraph 903.1.2, “Separation,” to read as follows:

“903.1.2 Separation. Areas of buildings protected by automatic sprinklers shall be separated
from unsprinklered areas by fire barriers complying with Section 706 of the Dallas Building
Code having a minimum fire-resistance rating of 2 hours.”

120. Subsection 903.2, “Where Required,” of Section 903, “Automatic Sprinkler

Systems,” of Chapter 9, “Fire Protection Systems,” of the 2012 International Fire Code is

amended to read as follows:
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“903.2 Where required. Approved automatic sprinkler systems in new buildings and structures
shall be provided in the locations described in Sections 903.2.1 through 903.2.12. Automatic
sprinklers shall not be installed in elevator machine rooms, elevator machine spaces, and
elevator hoistways, other than pits where such sprinklers would not necessitate shunt trip
requirements under any circumstances. Storage shall not be allowed within the elevator machine
room. Signage shall be provided at the entry doors to the elevator machine room indicating
‘ELEVATOR MACH1NERY - NO STORAGE ALLOWED.’

[Exception: Spaces or areas in telecommunications buildings used exclusively for
telecommunications equipment, associated electrical power distribution equipment, batteries
and standby engines, provided those spaces or areas are equipped throughout with an
automatic smoke detection system in accordance with Section 907.2 and are separated from
the remainder of the building by fire baers consisting of not less than 1 hour fire baffier
constructed in accordance with Section 707 of the International Building code or not less
than 2 hour horizontal assemblies constructed in accordance with Section 711 of the
International Building Code, or both.]”

121. Subparagraph 903.2.8.1, “Group R-3 or R-4 Congregate Residences,” of

Paragraph 903.2.8, “Group R,” of Subsection 903.2, “Where Required,” of Section 903,

“Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection Systems,” of the 2012

International Fire Code is amended by adding new Items 903.2.8.1.1 and 903.2.8.1.2, “Group R

3,” to read as follows:

“903.2.8.1.1 Group R-3. An automatic sprinkler system shall be installed in
accordance with NFPA 13, 13R and/or 1 3D when required by this code.

903.2.8.1.1.1 Additional required suppression systems. An approved automatic
sprinkler system shall be installed throughout the building in dwellings in which
the total unsprinklered building area exceeds 7,500 square feet (697 m2).

Exceptions:

1. Dwellings that are separated into fire areas no greater than 7,500
square feet (697 m2) by the use of 2-hour rated fire walls. Horizontal
assemblies shall not be used to satisfy this requirement.

2. The floor area of an existing nonsprinklered dwelling greater than
7,500 square feet (697 m2) and not housing a Group H occupancy may
be increased by not more than 1,000 square feet (93 m2). Not more
than one increase in floor area shall be permitted under this exception.

903.2.8.1.2 Draftstop requirements. Draftstopping shall be installed in attics and

Chapter 16 Amendment Page 97 of 226



2943? 141457

concealed roof spaces, such that any horizontal area does not exceed 3,000 square
feet (278.7 m2).

Exception: Drafistopping is not required in dwellings equipped throughout with
an automatic sprinkler system, provided that automatic sprinklers are also
installed in the combustible concealed spaces.”

122. Paragraph 903.2.9, “Group S-i,” of Subsection 903.2, “Where Required,” of

Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection Systems,” of the

2012 International Fire Code is amended by adding a new Subparagraph 903.2.9.3, “Self-Service

Storage Facility,” to read as follows:

“903.2.9.3 Self-service storage facility. An automatic sprinkler system shall be installed
throughout all self-service storage facilities.

Exception: One-story self-service storage facilities that have no interior corridors,
with a 1-hour fire barrier separation wall installed between every storage
compartment.”

123. Subparagraph 903.2.11.3, “Buildings 55 Feet or More in Height,” of Paragraph

903.2.11, “Specific Buildings Areas and Hazards,” of Subsection 903.2, “Where Required,” of

Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection Systems,” of the

2012 International Fire Code is amended to read as follows:

“903.2.11.3 Buildings 55 feet or more in height. An automatic sprinkler system shall be
installed throughout buildings with a floor level, other than penthouses in compliance
with Section 1509 of the Dallas Building Code, [having an occupant load of 30 or more]
that is located 55 feet (16 764 mm) or more above the lowest level of fire department
vehicle access.

Exception[]:

[4- Airport control towers.

2] Open parking structures in compliance with Section 406.5 of the Dallas
Building Code.

[3-v Occupancies in Group F 2.]”
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124. Paragraph 903.2.11, “Specific Buildings Areas and Hazards,” of Subsection

903.2, “Where Required,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire

Protection Systems,” of the 2012 International Fire Code is amended by adding a new

Subparagraph 903 .2.11.7, “High-Piled Combustible Storage,” to read as follows:

“903.2.11.7 High-piled combustible storage. For any building with a clear height
exceeding 12 feet (4572 mm), see Chapter 32 to determine if those provisions apply.”

125. Paragraph 903.2.11, “Specific Buildings Areas and Hazards,” of Subsection

903.2, “Where Required,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire

Protection Systems,” of the 2012 International Fire Code is amended by adding a new

Subparagraph 903.2.11.8, “Spray Booths and Rooms,” to read as follows:

“903.2.11.8 Spray booths and rooms. New spray booths and spraying rooms shall be
protected by an approved automatic fire-extinguishing system.”

126. Paragraph 903.3.1, “Standards,” of Subsection 903.3, “Installation

Requirements,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection

Systems,” of the 2012 International Fire Code is amended to read as follows:

“903.3.1 Standards. Sprinkler systems shall be designed and installed in accordance with
Sections 903.3.1.1, 903.3.1.2 or 903.3.1.3 and other chapters of this code, as applicable.

903.3.1.1 NFPA 13 sprinkler systems. Where the provisions of this code require that a
building or portion thereof be equipped throughout with an automatic sprinkler system in
accordance with this section, sprinklers shall be installed throughout in accordance with
NFPA 13 except as provided in Section 903.3.1.1.1.

903.3.1.1.1 Exempt locations. When approved by the fire code official, a[A]utomatic
sprinklers shall not be required in the following rooms or areas where such rooms or
areas are protected with an approved automatic fire detection system in accordance
with Section 907.2 that will respond to visible or invisible particles of combustion.
Sprinklers shall not be omitted from any room merely because it is damp, of fire
resistance rated construction or contains electrical equipment.

1. Any room where the application of water, or flame and water, constitutes a
serious life or fire hazard.
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2. Any room or space where sprinklers are considered undesirable because of the
nature of the contents, when approved by thefire code official.

3. Generator and transformer rooms under the direct control of a public utility
separated from the remainder of the building by walls and floor/ceiling or
roof/ceiling assemblies having a fire-resistance rating of not less than 2 hours.

4. [In rooms o areas that are of noncombustible construction with wholly

[é

Fire service access e] Elevator machine rooms [and] machinery spaces, and
hoistways, other than pits where such sprinklers would not necessitate shunt
trip requirements under any circumstances.

Machine rooms and machinery spaces associated with occupant evacuation
elevators designed in accordance with Section 3008 of the International
Building Code.]

903.3.1.1.2 Residential systems. Residential sprinkler systems installed in
accordance with Sections 903.3.1.2 and 903.3.1.3 shall be recognized for the
purposes of exceptions or reductions, commonly referred to as ‘trade-offs’, permitted
by other requirements of this code.

903.3.1.2 NFPA 13R sprinkler systems. Automatic sprinkler systems in Group R
occupancies up to and including four stories in height shall be permitted to be installed
throughout in accordance with NFPA 13R. However, for the purposes of exceptions or
reductions permitted by other requirements of this code, see Section 903.3.1.1.2.

903.3.1.2.1 Balconies and decks. Sprinkler protection shall be provided for exterior
balconies, decks and ground floor patios of dwelling units where the building is of
Type V construction, provided there is a roof or deck above. Sidewall sprinklers that
are used to protect suck areas shall be permitted to be located such that their
deflectors are within 1 inch (25 mm) to 6 inches (152 mm) below the structural
members and a maximum distance of 14 inches (356 mm) below the deck of the
exterior balconies and decks that are constructed of open wood joist construction.

903.3.1.3 NFPA 13D sprinkler systems. Automatic sprinkler systems installed in one
and two-family dwellings, Group R-3 and Group R-4 congregate living facilities and
townhouses shall be installed throughout in accordance with NFPA 1 3D or in accordance
with state law. Refer also to Section 903.3.1.1.2 for additional requirements.”

127. Paragraph 903.3.5, “Water Supplies,” of Subsection 903.3, “Installation

Requirements,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire protection

systems,” of the 2012 International Fire Code is amended to read as follows:
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“903.3.5 Water supplies. Water supplies for automatic sprinkler systems shall comply with
this section and the standards referenced in Section 903.3.1. The potable water supply shall
be protected against backflow in accordance with the requirements of this section and the
Dallas [International] Plumbing Code. Water supply as required for such systems shall be
provided in conformance with the supply requirements of the respective standards; however,
every fire protection system shall be designed with a 10 psi (69 Pa) safety factor. Refer to
Section 507 for additional design requirements.”

128. Item 903.3.5.1.2, “Residential Combination Services,” of Subparagraph 903.3.5.1,

“Domestic Services,” of Paragraph 903.3.5, “Water Supplies,” of Subsection 903.3, “Installation

Requirements,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection

Systems,” of the 2012 Dallas International Fire Code is amended to read as follows:

“903.3.5.1.2 jRcsidcntial c]Combination services. A single, combination water
supply shall be allowed provided that the domestic demand is added to the sprinkler
demand as required by NFPAi 13R, and 13D. Combination services 4 inches and
larger shall be subject to acceptance tests as contained in the installation standards.
Such tests shall be witnessed and approved by the fire code official.”

129. Paragraph 903.3.6, “Hose Threads,” of Subsection 903.3, “Installation

Requirements,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection

Systems,” of the 2012 International Fire Code is amended to read as follows:

“903.3.6 Hose threads. Fire hose threads and fittings used in connection with automatic
sprinkler systems shall be as prescribed by the fire code official. Fire hose threads used in
connection with fire-extinguishing systems shall be 2½-inch (64 mm) outlets and shall have
7½ national standard fire hose coupling screw threads per inch.”

130. Paragraph 903.3.7, “Fire Department Connections,” of Subsection 903.3,

“Installation Requirements,” of Section 903, “Automatic Sprinkler Systems,” of Chapter 9, “Fire

Protection Systems,” of the 2012 International Fire Code is amended to read as follows:

“903.3.7 Fire department connections. The location of fire department connections shall be
in accordance with Section 912 [approved by thefire code official].”
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131. Subsection903.4, “Sprinkler SystemSupervisionand Alarms,” of Section903,

“Automatic Sprinkler Systems,” of Chapter 9, “Fire Protection Systems,” of the 2012

InternationalFire Codeis amendedto readas follows:

“903.4 Sprinkler systemsupervisionand alarms.All valveson the building sideof the water
metercontrolling the water supply for automaticsprinklersystems,pumps,tanks,water levels
andtemperatures,critical air pressuresandwater-flow switcheson all sprinklersystemsshall be
electricallysupervisedby a listedfire alarmcontrol unit.

Exceptions:

1. Automaticsprinklersystemsprotectingone-andtwo-family dwellings.

2. Limited areasystemsservingfewerthan20 sprinklers.

3. Automatic sprinkler systems installed in accordancewith NFPA 13R where a
common supply main is used to supply both domestic water and the automatic
sprinkler system,and a separateshutoff valve for the automaticsprinkler systemis
not provided

4. Jockeypumpcontrol valvesthat aresealedor lockedin the openposition.

5. Control valvesto commercialkitchenhoods,paint sprayboothsor dip tanksthat are
sealedor lockedin the openposition.

6. Valves controlling the fuel supply to fire pump enginesthat are sealedor locked in
theopenposition.

7. Trim valves to pressureswitchesin dry, preactionand delugesprinkler systemsthat
aresealedor lockedin the openposition.

Sprinkler and standpipesystemwater-flow detectorsshall be providedfor eachfloor tap to the
sprinkler system and shall cause an alarm upon detectionof water flow for more than 45
seconds.All control valves in the sprinkler and standpipesystemsexcept for fire department
hoseconnectionvalves shall be electrically supervisedto initiate a supervisorysignal at the
centralstationupontampering.”

132. Paragraph903.4.2, “Alarms,” of Subsection903.4,“Sprinkler SystemSupervision

and Alarms,” of Section 903, “Automatic Sprinkler Systems,”of Chapter9, “Fire Protection

Systems,”of the2012 InternationalFire Codeis amendedto readas follows:
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